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SUMMARY

The purpose of this study was to evaluate the technical feasibility, costs and
problems associated with potential processes for decontamination of nhigh concentra-
tions of explosives in lagoon sediments. Eight processes were evaluated during the
study : 1) wet-air oxidation, 2) incineration, 3) molten salts incineration, 4)
microwave plasma, 5) electron beam processing, 6) gamma irradiation, 7) ultraviolet-
ozone and ultraviolet-peroxide and 8) chemical degradation cf nitrocellulcse. All the
processes were compared on the basis of treating 1l standard lagoons within 1 year.
A standard lagoon was defined as a 30.5 m x 47.5 m x 2.7 m deep lagoon containing
447,500 liters of sediment. The sediment is approximately 50% solids containing 10%
TNT and 5% RDX.

The reactors for molten salts incineration and microwave plasma have not
been developed to the sizes required for processing the lagoons. Thus, these
procésses do not appear to be viable alternatives for treating explosives contam-
inated lagoon sediment. The equipment for electron beam, gamma irradiation and
UV-oxidation is developed, however, no data bases are available on which to judge the
effectiveness of these processes on high concentrations of explosives. Wet-air
oxidation, incineration, chemical degradation of nitrocellulose and composting of TNT
(examined in a parallel report) are all proven technologies for degradation of
explosives in high concentration. Each process has its own advantages and
disadvantages. It is difficult to place a dollar value on these advantages and
disadvantages without more information on the actual sediment, therefore these
processes were evaluated on the basis of their capital and operating costs. Of the
four basic processes, wet-air oxidation has a capital cost of greater than three times
the other processes. Operating costs {or wet-air oxidation are slightly higher than
those for the competing processes. Based on the high costs and technical factors
associated with the process, wet air oxidation is not recommended for further
evaluation for decontamination of lagoon sediment.

Incineration appears to be the most cost effective process for near term
treatment of explosives contaminated lagoon sediment. Rotary kiln, fluidized bed,
and electric furnace are recommended for near term study. Composting and
chemical degradation are less expensive solutions than incineration. However,
approximately 12 months of further developmental efforts are needed to answer
technical questions before either of these processes could be used in the field.
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I. INTRODUCTION

A, Objective

The objective of this study was to identify and evaluate viable processes to
treat explosives contaminated lagoon secdiment. Eight treatment areas were
considered in this evaluation: 1) wet-air cxidation, 2) incineration, 3) molten salts,
4) microwave plasma, 5) high-energy electrons, 6) gamma radiation, 7) UV-ozone
and UV-peroxide, and 8) chemical degradation. Fach process was evaluated for its
projected effectiveness, cost, mobility, advantages and disadvantages, and ability to
meet water and air quality standards.

B. . Background

The Army has been involved in the manufacture and loading of explosives
since the 1930's. During this time, the Army has operated Ammunition Plants located
throughout the United States. These operations have resulted in the generation of
significant amounts of solid and liquid wastes. At many installations, the explosives
contaminated liquid wastes were lagooned. Over the years, the sediments in these
lagoons have become highly contaminated with explosives. Problems of explosives
leaching into ground water and other environmental problems have necessitated the
treatment of these sediments. Two types of explosives contaminated sediments
which require treatment have been identified: 1) sediment contaminated with 2,4,6-
trinitrotoluene (TNT), 2,4-dinitrotoluene (DNT), and hexahydro-1,3,5-trinitro-1,3,5-
triazine (RDX), and 2) sediment contaminated with nitrocellulose.

C. Standard Lagoon

The explosives wastewater lagoons, located at the various Army Ammunition
Plants, vary widely in their physical and chemical characteristiecs. To compare
different processes, it was necessary to establish a typical lagoon. This typical
lagoon has the following characteristies:

Size 30.5 m x 45.7 m x 2.7 m deep
Depth of sediment

to be treated 0.3 m
Volume of sediment

to be treated (wet) 447.5 m3
Weight of sediment

to be treated (wet) 499,400 ~ 544,800 kg

i
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Sediment characteristics
Moisture content 50-80%

Composition (dry basis)

TNT 10%
RDX 5%
other organics 10%
ash 75%
DNT 100 ug/g
Tetryl 100 ug/g

Heat Content

dry 1028 Keal/kg (1850 Btu/lb)
60% moisture 102 Keal/kg (184 Btu/lb)
80% moisture -244 Keal/kg (-439 Btu/Ib)

For some treatment methodologies, it is desirable to be able to slurry the explosives
containing sediment. Approximately 894,650-2,236,630 liters of a slurry containing
5-10% solids could be formulated from the standard lagoon.

D. Economics and Effectiveness Criteria

The various units were sized on the basis of treating 1l standard lagoons/year
or one lagoon in 25 days. The capital costs include the process units and all ancillary
equipment, i.e. dredge, tanks pumps, air and water pollution abatement equipment,
etc. The operating costs include installation, maintenance, electrical and water,
fuel, ete.

Criteria used to select the most promising technologies for immediate
development were:

- state-of-the-art of explosives degradation with the process
- costs
- mobility

- ability to mecet the operational parameters of the standard
lagoon scenario

- ability to meet air emission and water effluent standards.

12
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II. WET-AIR OXIDATION

A, Process Description

Wet-air oxidation is a liquid phase, high pressure oxidation process for
aqueous organic wastes. The basic flow scheme for the current commer-
cially available wet-air oxidation process is presented in Figure 1. The waste slurry
is pumped by means of a high pressure pump through a heat exchanger where it is
heated to temperatures near that required for the reaction. It then passes into a
high pressure reactor along with compressed air. The reactor vessel is carbon steel
lined with titanium. Temperatures in the reaction vessel range from 177 to 320°C.
Pressures of 6.9 - 20.7 MPa (1000-1800 psia) are employed. Specific catalysts may
also be added. Retention time of the waste in the reactor is on the order of 40-
60 minutes. After leaving the reactor, the slurry is passed through the heat
exchanger where it is cooled. The cooled slurry then goes to a gas-liquid separator
where gaseous products are removed. Depending on the type of wastes being treated,
the gaseous or liquid products from the wet-air oxidation unit may require further
treatment before they can be released into the environment, i.e. biological
degradation for the liquid and specific scrubbers for the gases.

B. Review and Evaluation of Literature

L Treatment of Organic Wastes

The wet-air oxidation process has been widely used to condition sewage
sludge. This pretreatment destroys pathogens, reduces odor and increases dewatering
rates (Wilhelmi and Knopp, 1979). A sewage plant in England used the wet-air
oxidation process to reduce the insoluble organics by 90% and eliminate odors. The
resultant product was a non-hygroscopic ash (McDonald et al., 1974).

The initial work on wet-air oxidation for industrial wastes was
conducted about 30 yesrs ago. Since that time, numerous types of industrial and
hazardous wastes have been subjected to wet-air oxidation treatment. For example,
in the pulp and paper process industry, the wet-air oxidation process has been used
to treat black liquor and recover sodium carbonate and energy (Flynn, 1976). Wet-
air oxidation for steam generation from low grade fuels, wastes and liquids was
discussed by Pradt (1979). The advantages of the system included no SOy, NOy,
metal or particulate emissions.

Sommers and Curtis (1977) conducted studies to determine the forms of
nitrogen, phosphorus, copper, zine, nickel, cadmium and lead in sludges treated by
wet-air oxidation. Concentrations of soluble phosphorus and soluble and particulate
forms of nitrogen were reduced by the wet-air oxidation treatment. The fate of
metals in the sludges after treatment with wet-air oxidation were variable. In one
wastewater plant, soluble and total metal levels remained the same. At a second
plant, increased metal levels were found in the sludge after treatment. However,
high sulfate and bicarbonate levels in the latter plant could have aided in the
precipitation of the metals.
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The effectiveness of wet-air oxidation for degradation of several
hazardous chemicals was evaluated by Wilhelm! and Knopp (1979). The results of
their investigations are presented in Table 1. Generally, wet-air oxidation was
successful in reducing the concentration of the chemicals. However, significant
amounts of 2-chlorophenol and pentachlorophenol remained in the effluent after
wet air oxidation of these chemicals at the lower tempaerature (278°C). The presence 3
of an oxidation catalyst, Cu**, improved the degradation at 275°C.

Wet-air oxidetion of Amiben (a herbicide) wastes and wastewaters from
a coke plant was evaluated by Adams et al. (1978), The results of the wet-air
oxidation of the coke plant wastewater are presented in Table 2. The ayanide,
pheno! ard cresol levels were substantially reduced. However, the quinoline was not
completely destroyed and NHj levels in the effluent, as N, were 2410 m‘/I. High
levels of carbon monoxide, 1050 ppm, were also releassd into the air. The results
of the wet-air oxidation of Amiben wastes are presented in Table 3. The two
chemicals of concern, 2,5-dichloro-6-nitrobenzoic scid and 2,8~dlchloro=3-nitro-
benzoie acid, were effectively treated by wet-air oxidation. However, 2.8- |
dichloronitrobenzene, formed by decarboxylation of the initial chemioals, was present :
in the effluent. In addition, 3210 ppm of carbon monoxide and 780 ppm of
hydrocarbons were released into the air during the treatment.

Katzer (1975) calculated solubilization rate constants for yeast and
degradation rate constants for glucose solutions trested by wet-air oxidation. The
effects of variations in temperature and pressure on the rate of removal wore also
evaluated. Tho data on the effects of temperature and pressure on total organie
carbon (TOC) reduction for the glucose solutions ars presented in Table 4. The
percent (TOC) reduction was greatest under high temperatures and pressuro
: conditions. As snown in Table 5, the highest rate of solubilization of yeast solutions
- occeurred at a process temperature of 2259C and a pressure of 0.8 MPa.

2.  Treatment of Explosives Containing Wastes

- Zimpro (1871) treated waste propellants, contalning primarily nitro- !
cellulose and nitroglycerine, by wet-air oxidation. The compositions of the solld A

propellants for each of the two runs are presented in Table 6. The propellant

formulations were slurried in water containing 27% nitric acid in run 1 and 12% nitric

acid in run 2 to give the concentrations shown in Table 8. In run |, s 9.2% slurry

was fed into the reactor at 19 liters par minute (8 gpm). Por run 2, an 11.4% slurry

was fed in at 18.7 liters per minute (4.4 gpm)., Water and compressed air weru fed

separately at 8.3 liters per minute (2.2 gpm) in this run so that the final slurry

contained 7.6% propellant. The slurries were subjected to waet-air oxidation

treatment at 204°C (400°F) and 5.4 MPa (800 psig) for at least thres houro.

The chemical analyses for the aqueous effluents from both runs are
presented in Table 7. Effluent COD (chemical oxygen demand) levels were over 1300
mg/l in both cases. The effluent from the reactor was very acidic, with a pH
between 1.4-.6, and had a high sollds content. Filtration and neutralization of the
effluent were required before disposal, The high lead and aluminum levels in the
effluent were reduced by the filtration and neutralization processes,
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Table 6. Approximate Composition of Solid Propellant Slurries
Treated by Wet-Air Oxidation Runs 1 and 2

(Zimpro, 1971 and Schaefer, 1980a)

Run 1 Run 2
Composition % Composition %
Solid Propellant Slurry Solid Propellant  Slurry
Nitrocellulose (13.5% N) 5L0 4.7 48.5 3.7
Nitroglycerine (18.5% N) 38.5 3.5 36.5 2.8
Triacetin 7.5 0.7 7.1 0.5
Lead Salts 2.0 0.2 1.9 0.1
Carbon (Graphite) L0 0.1 1.0 0.1 N
Aluminum 0.0 0 5.0 0.4
Water 2.0 90.8 00 924
4
Total 100.0% 100.0% 100.0% 100.0% )
)
i
h)
’ 20
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Table 7. Analyses of Liquid Effluent Samples from Wet-Air

Oxidation of Propellants (Zimpro, 1971)

Analysis Run No. 1 Run No. 2
pH 1.4 1.6
COD, g/l 1.32 1.34
Volatile Acids, as Acetic Acid, g/l 0.24 0.36
Ammonia- Nitrogen, g/1 0.011 0.035
Total Kjeldahl Nitrogen, g/l 0.014 0.045
Total Solids, g/l 7.27 1.6
Total Ash, g/1 3.31 8.0
Volatile Solids, g/1 3.96 3.6
Suspended Solids, g/l 0.14 6.8
Suspended Ash, g/l 0.10 5.4
Volatile Suspended Solids, g/l 0.04 1.4

*Acidity as g/l CaCOg 5.950 (pH 7.0)

6.275 (pH 8.3)

Turbidity, JTU 190
Nitrite- Nitrogen, g/1 -
Nitrate- Nitrogen, g/I -

BOD5, g/l 0.297
Aluminum, mg/1 -
Iron, mg/l 26.5
Chromium, mg/1 0.6
Nickel, mg/1 1.9
Lead, mg/l 1400

2.70 (pH 4.6)
4.10 (pH 7.0)
4.50 (pH 8.3)

4600

9818
0.1
0.3

16.4

1880

* Acidity measured as g/l CaCOj3 which precipitates when solution adjusted to

pH shown.
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Mass balances calculated for runs 1| and 2 are presented in Table 8.
While these balances indicate that most nitrogen and carbon which enter the system
as propellants are released in gaseous form, the liquid effluent had high levels of
nitrate and total organic carbon. Based on the carbon levels, Zimpro (1971) reported
a minimum degree of propellant destruction in runs 1 and 2 of 97.6% and 97.9%,
respectively. While the mass balance is a useful tool in understanding a chemical
process, it is unlikely that a measured m:ss balance in a practical situation would
show such good agreement between what enters and what leaves the system.
Zimpro's data are therefore somewhat suspect.

The analytical results from the propellant destruction by wet-air
oxidation are questionable. The percent degradation appears to have been obtained
by comparing the total organic carbon in the aqueous effluent to the theoretical total
organic carbon (TOC) of the propellant slurry since no analyses were presented on the
influent slurry. This procedure is highly risky since the TOC and COD analyses of
these types of compounds do not always yield theoretical values. If this procedure
was used to calculate the destruction of the propellant, the percent destruction
should have been 97.0% and 96.9%, for runs 1 and 2, respectively, instead of the
values reported. No specific chemical analyses were performed for nitroglycerine,
nitrocellulose or any other chemiecal in the effluent. Yet the author states that the
remaining organic carbon "was probably due to small quantities of aldehyde, ketones,
organic acids and short chain alcohols as well as unoxidized graphite, rather than
nitroglycerine or nitrocellulose." No analytical evidence for the statement is
presented in the report and indeed, the TOC analysis should be able to separate
graphite from truly organic carbon.

In conclusion, it appears that wet-air oxidation of propellant ingredients
can be a viable process. However, due to the low quality analytical data, it is
impossible to make claims on process efficiency or the nature of the resulting
aqueous effluent.

Schaefer (1980b) reported that Zimpro has also conducted wet-air
oxidation studies for the U.S. Navy on TNT, red water, and double base propellants
with removal rates between 96-99%. These studies are listed below, however,
experimental details were not available.

Percent
Report Date Type of Waste Oxidation
April 9, 1973 Modified Double Base Propellant 99%
March 16, 1973 Double Base Propellant 95%
March 17, 1972 Otto Rocket Fuel 98.3%
June 28, 1971 Casting Powder 98+%
July 3, 1957 TNT Red Water 96%
April 19, 1956 TNT Red Water 97%
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C. Application of Wet-Air Oxidation to Decontamination of
Explosives Contaminated Lagoon Sediments

As envisioned, the treatment of contaminated lagoon sediments with wet-air
oxidation will require the following equipment:

- dredge to remove the sediment from the lagoon

- holding tank for the sediment

- mixing tank for dilution of the sediment to 5-10% solids
- two 39 liter/min wet-air oxidation units

~ neutralization tank

- final liquid effluent treatment system

- air pollution abatement system

Zimpro (Schaefer, 1980c) has recommended the treatment scheme shown in
Figure 2 for decontamination of the lagoons. In this scheme, the sediment and a
small amount of the supernatant are dredged and placed in a sediment mix tank. The
sediment slurry is pumped into the wet-air oxidation units. The oxidized liquid
effluent from the wet-air oxidation units is sent to a supernatant mix tank where it
is combined with the lagoon supernatant. The combined liquids are then subjected
to Zimpro's biophysical treatment process. This process combines aerobic biological
degradation with powdered activated carbon. The biomass and spent carbon are sent
to the wet-air oxidation units where the carbon is reactivated and the biomass
degraded.

An alternative treatment scheme is shown in Figure 3. This scheme differs
from that proposed by Zimpro in several ways. First, the sediment and supernatant
of the lagoon are mixed or water from another source is added to produce a 5-10%
slurry. In contrast with the scheme proposed by Zimpro, this process flow routes all
of the explosives contaminated material through the wet-air oxidation unit.
Secondly, there is a wet-air effluent recycle to the mixing tank not present in
Zimpro's scheme. Thirdly, a neutralization process has been added in the alternative
scheme to neutralize the acidic wet-air oxidation effluent to a pH of approximately
7.5. Finally, this alternative scheme differs from that of Zimpro in that the wet-
air oxidation effluent will be subjected to biological degradation in aerobic and
anaerobic rotating biological contactors (RBC). For comparison purposes, both
treatment schemes will be costed in Section D. The equipment to be used in each
treatment scheme is described below.

24

B e A ca o A e ma adray tmnn, MDA il o T ¥, . M

R |



O

TR

=i

T T R T T e v e D e e

(90861 “43J38Y2G) JUdWIPAS L00LE]

PIJBUIWEBIUOY) SIAISOIAXT JO UOBPIXD JIV-13M 0] BWAYRS Mo S,oxdunz -z aandyg

._zw:»._.,_.._u pnwﬂ_
(uoqaeo pa el > e e e e e o e e T . i e . et ey -
- NOBHVD GI1VH3IN3IOY 1INN
T NOILYQIXO
WolSAHd-0 L _ - iV 13M
T (390N1S) SSYNOI@ ®@ NOQYYD 1IN3dS
MNVL WNVL
XIW XN
INVIVNY3LNS 1IN3IWIG3S
| 3
AN3N1333 Q32101X0 f
(LNNOWY 318VINVA/ITVNS) { LSOW)
IN3IWIO3S # INDWIG3S.
1 |
77 270 072777 7 .
577777777777
/S TNINIOIS \ \
> ANVIYNY3dNS 7
{LSON) h (INOONWY IN8VIHNVYA/ TIYNS)
$ JLNVIVYNYNIENS ANVIUYNNIINS >

25

K



L A ) e a4 |1 i g i

Saapos esalry
PITIBEER ) SRemNpi] I8 JGNES AN SEQUPED XY -RNA WIRRGY T ambj




——

I, Dredge, Holaing and Mixing Tanks

Sefore treatment by wet=air oxidation and many of the other treatment
alternatives, the sediment will have to he dredged fron: the lagoon. The high level
of explosives in some of the lagoon sediments may present a potential hazard during
the dfodllv?’oponuon. This problem will have to be addressed in detail when the
fina) seleation of the dredge system is made. Por the purposes of this report, a small
dredge similar to that manufactured by Assemblers, Inc. will be used. This dredge,
the PD=4 Porta=Dradge, has the following general characteristios (Salemink, 1980):

= length 8.5 m (28 .

- width 2.44 m (8 L)

. overall haight 2,74 (9 ft.)

= waight 0440 kg (12,000 1b)

. pump rate 1136 liter/min at 24.4 m of dischurge

pressurs (300 gpm at 80 ft. of
disoharge prassure)

The dredge will pump 648,040 liter/8 hr day (144,000 gal/8 hr day).
Thus, the dradge will compleiely ramove all the sediment from une lagoon (447,378
liter) in one B-=hour working day. 8ince smaller dredges are not availsble, draining
e lagoon in one day is the most cost effective use of dredging equipment and
rsonnel,  Tha sediment slurry (80% solids) will be pumped Into a 454,200 liter
130,000 gal) holding tank, This tank should be made of oarbon steel to withstand the
abrasion of the sediment, The sediment will be maintained in suspension by means
of a T8 hp side entry turbine mixer. For wet-air oxidation, the solids concentration
in the slurry must be in the #-10% range. Thus, the slurry will have to be diluted
with water, This dilution will be looomrllnhod in a 18,140 liter (4000 gal) mixing tank
made of (nr spoxy coatad oarbon steel and stirred with a 30 hp side entry turbine
mixer, Dilution water will be obtained from the lagoon, {f wufficient quantity is
avatlavle. @'noce most of the lagoons to be treated are dry, it is anticipated that
dilution water will have 1o be oLtained from another source. This source could be
surface or wa'l water or reuycle of the effluent from the wet-air oxidation unit.
Reoyole would provide the most economiocal alternative due to the reduced load on
the potentially expensive biotreatment prooess,

' Wet-Air Oxidation Unita

Two 38 liter/min (10 gal/min) wat-alr oxidation units will be used, Each
wel-sir unit Is in three separable pleces as shown in Figure 4. LCach skid can be
traneporied on a standard low boy trailer, The resotor is 7.62 m (28 ft.) long and
weighn 1710 kg (17,000 Ib), The other skids contain the anoillary pumps, compressors,
hast oxahangara, ata, The smaller of the skids is 0.78 m (32 ft.) long, 2.44 m (8B ft.)
wide and 2.74 m (9 f1.) high and weighs 10,000 kg (24,000 1b). The larger skid weighs
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11,350 kg(25,000 1b) and is 10.7 m (35 ft.) long, 2.44 m (8 ft.) wide and 2.74 m (8 ft.)
high. Once at the site, the individual pieces must be bolted to a concrete pad, the
piping connected and electrical and cooling water supplies hooked-up. Each wet-air
unit requires 215 hp of electricity and 284 liters/min (75 gal/min) of cooling water
(Schaefer, 1980d). A shelter, approximately 17.1 m (56 ft.) by 26.8 m (88 ft.), is
provided to protect the equipment from the weather. All of the above equipment is
included in the capital cost estimate.

Delivery time for two transportable wet-air oxidation units is approx- -
imately 18 months from time of order. Installation at the site takes about three ¥
weeks. The down time for a move to a new location is three to six weeks depending i 3
on travel distance. This time includes installation of a cement pad, set-up and hook- '
up of utilities (Schaefer, 1880e).

O PURLEEN .

In a l6-hour working day, the two wet-air units will be capable of
treating 72,700 liter/day (19,200 gal/day) of a 10% solids slurry. This treatment rate
will be adequate to process the sediment from one lagoon in approximately 25 days.
Influent to the wet-air units will be 72,700 liter/dey containing an estimated 1239 kg
(2790 1b) of COD. It is anticipated that temperatures of approximately 204°C and
pressures of 5.4 MPa (800 psig) will be needed to degrade the explosives.
Degradation of approximately 95% of the COD should be accomplished in these units.
However, reactor conditions need to be further optimized during laboratory and pilot

tests.

T

Typical down time of the wet-air oxidation units ls 10-15% (Schasfer,
1980c). However, the units will be operated under very adverse conditions. A high
sand content in the sediments will cause increased wear on the pumps and heat
exchangers. Clay sediments will tend to block pump and heat exchange lines and A
build up in the reactor. Scele and clay build up in the reactor could mandate ' 3
periodic cleaning procedures in addition to perfodie blowdown. .

Significant amounts of solids build-up are expected in the reactors due
to the large volume of dirt to be processed. These solids will have to be blown out §
of the reactor at least once every 8 hours. The solids should be free of organic ~
contaminants and could be disposed of in the lagoon. These solids will be sterile and
| could provide a haven for wild-type microorganisms. Thus, to regain a represontative
| ?icmbilal population, this sterile soil should be mixed with native solls befors
isposal.

ORI YT TSP LN VI, § e Yoy N —
N 1) X el i ) Y AN ‘s-1 ;‘ W n«.-\,ﬂ.mm

The wet-air units are equipped with wet scrubbers
emissions. Air emissions are expected to contain at a minimum CO,tOC(g;?;Jozv.‘NaO"
and particulates, Other air pollutants could be released depending on their puunc:
or the presence of their precursers in the sediment. Details on these scrubbars are

- not available, however, if they are properly designed
- control equipment should be necessary. perty gned, no additional air pollution
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The 1iquid effluent from the wet-air units will be approximately
72,700 liter (19,200 gal) per day oontaining approximately 62.0 kg (136.5 1b) COD (886
mg/1) and approximately 48.2 kg (99.8 1b) nitrates (661.7 mg/l). The pH of this
offluent should be 1-2. These effluent values were oaloulated based on 98% reduction
of the theoretical COD of the explosives and the steady-state formation of 18%
nitratos from the explosives nitrogen. The formation of 18% nitrates was based on
the results of wet-air oxidation of nitroglycerine and nitrocellulose (Zimpro, 1971).
The percentage nitrate formation hlﬂly impaats the blological treatment plant
design. Thus, reactor conditions must be optimized to obtain minimum nitrate levels.
If 78% of the wet-air oxidation effluent is reoycled to the mixing tank, then
approximately 18,130 1liters/day (4790 gal/day) will have to be further freated. Thio
18,130 liter/day will oontsin 16.1 kg/day (38.4 Ib/day) of COD and 1.3 kg/day (24.9
1b/day) of nitrate st & pH of approximately |,

3. Final Effluent Treatment

The effiuent from the wet-air unit must be neutralized before
biological treatment. This neutralization process will be accomplished in a 16,140 liter
(4000 gul) aoal tar epoxy coated carbon steel tank and will require the addition of
approximately 72 kg (189 1b) of sodium hydroxide per day. Preoipitation of metals
may also be required. However, suffioient information on maetal concentrations in
the lagoons is not available to make a judgement on treatment processes. Therefore,
metal preoipitation and removal have not been (ncluded in the treatment socheme or
the cost analysis,

Removal of nitrates and COD from tha effiuent will be agoomplished
with blologioal treatment. These units will operate 24 hours/day. Zimpro has
proposed the use of thelr blophysioal prooess using powdered activated carbon to
aooomplish this treatment, This sytem oan be employed with either aotivated sludge
or rotating biological aontaotors (Bauer et al, 1980). Bince the data on the effluents
are estimates only, the time and costs required for two types of plant design and
economio analysis are not warranted. Therefora, the comparison between the RABC
and Zimpro's blophysioal prooess with powdered aotivated oarbon will be made on the
RBC system.  Rotating biological contaators were ohosen for the biologics)
treatment pronassas beosuse of the portabllity of these units, Alternative treatmant
schemes would be to lagoon or land spray the neutralized wastes nr pump them into
an existing blotreatment plant, The lagooning and land opraying alternatives oould
produce signifioant environmental poliution Jdepending on the chemicals present and
the abllity of the ohamioals to resoh ground or surface waters.

The RBC system must consist of an seroblo COD removal process and
an anoxio denitrifioation for nitrate removal, Treatment could be af{fected with the
asroblo units first or last. Both placement schemes have their advantsges and
disadvantages whioh must be wolghcd on the basis of the partioular waste stream to
be treated. For a system very high in nitrates, the placement of the anoxic RBC
units first with a high reoycle from the aerobio unita s probably the most
satisfactory alternative. Tyoplul loading parameters for the anoxic RBC units and
the asroblo RBC units are 1.0 Ib, NO3/1000 ft2/day and 2.0-2.5 Ib, COD/1000 (12/day,
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respectively (Autotrol Corporation, 1979). Based on the calculated wastewater
paumeters of 99.5 1b nitrate and 136.5 b COD, the area of the anoxxc RBCs should
be 9280 m2 (100,000 ft2) and that of the aerobic RBCs 5110-6317 m2 (55,000-68,000
ft2), These RBC media area requirements could be met with a variety of RBC
preducts. For example, one aerobic and one anoxic commercial sized units could be
used. These commercial units are 7.8 m (25 ft) x 3.7 m (i2 ft) and have 100,000 ft2
surface area. The commercial scale units require concrete tubs and are not portable.
Alternatively 8.2 m (17 ft) x 2.4 m (8 ft) steel portable units having 24,000 ft2 of
surface area could be employed. Four anoxic and three aerobic portable units would
be required to obtain the necessary disc area.

Final treatment of the RBC effluent will include clarification in a
18,140 liters (4000 gal) carbon steel tank and possibly filtration depending on the
uitimate disposal of the effluent. Effluents containing 20-50 mg/l COD and 10-20
mg/l NOj should be atteinable with this system.

For the Zimpro biophysical process with RBCs, the potential process
difference {s in the loading of the RBCs. In the presence of activated carbon, the
loading per 92é9 m2 (1000 ft2) ot disc area is claimed to increase to approximately
.02 kg COD/m%/day (4 1b/1000 ft2/day) or by approximately 60% (Bauer et al., 1880).
If this increase in loading can be achievec in both the anoxic and aeroble RBC units,
the disc area necessary would decrease to 3159 to 3995 m2 (34,000 to 43,000 ft2) for
the aerobic unit and 8760 m< (82,000 fté) for the anoxic unit. This increase in
loading would require only three anoxic and two aerobic portable units. Thus, a
significant reduction In capital costs could be achieved. Powdered activated carbon
utilization is approximately 0.175 g/g COD or 10.8 kg powdered activated carbon/day.
A loss of carbon of approximately 10% can be expected per day. Thus. 1.08 kg of
powderad activated carbon must be replaced each day or approximately - 405 kg ° per
year.

D. Economio Analysis for Wet-Air Oxidation of Lagoon Sediment

The capital and yearly operating costs for wet-air oxidation of lagoon
sediment are presented in Tables 9 and 10. The capital costs for the wet-air
oxidation are $3,722,580. The additional capital costs for the biological post
treatmant processes are $236,300 for the Zimpro biophysical treatment and $317,300
for the RBC process. Operating costs are $657,263/yr for the Zimpro wet-
nir/biophysical process and $6684,131/yr for the Zimpro wet-alc/RBC process. Greater
than 80% of the operating costs are associated with the wet-air units.

E. Advantages and Disadvantages of Wet-Air Oxidation of
xplosives in Sediments

For all of the treatment processes considered, including wet-air oxidation,
the explosives contaminated sediment is a unique degradation problem. Wet-air
oxidation has heen shown to be effective on slurries of solid propellants and
oxplosives {n solution. Degradation of the propellants and explosives in the 96-99%
removal range has been achieved bssed on COD reductions. Thus, wet-air oxidation
has the advantags of "proven technology" for handling high levels of explosives.
Processing capability of transportable units s within the specific range, i.e.
treatmert of one standard lagoon in 25 days, Howevar, there are also many problems
assooiated with treatment of the explosives containing lagoon sediment by this
method. The disadvantages Include:
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Table 9. Capital Costs for Wet-Air Oxidation for Decontamination
of Lagoon Sediment

Quantity Equipment Price Relcrence
) Dredge: Porta-Dredge PD-428-1136 liter/min $  53.260 Salemuk, 1981
[ Holding Tank: 454,200 liter (120.000 gnl} 132.000 Pelers and Timmerhaus, 1968
enrbon steel with 75 hp side contry turbine
mixer
1 Sluery pump: 1/2 hp 800 Petors and Tinmuncrbaus, 1968
2 Mixing tanks: 15,140 Uter (4000 gui) coal 43.4M) Peters nnd Timmerhnus, 1968

tar cpoxy coated cerbon steel with 30 hp
side entry turbine mixer

3 Pumps:  0-12 liter/min for feeding RBC umit 48R0 Galigher Co.. 1980

2 Wet-air oxidation unils: transportable, 38/ 1.300.n00 Schacler, 1980d
hlee/min (10 gal/min) capecily - Zimpro

1 Metering pump: 0-7% liter/hr for NaOH 2,400 Milton Roy Co., 1980

1 Pump: 0-40 liter/min for recycle 240 Galigher "n., 1980

1 Building 190,000 Peters and Tunmertigus 1980
TOTAL (Wet-air oxidation) $3,722,580

Zimpro biophysical process with RDBC

3 Anoxie RBC: 24,000 ft2 media ares each, 129.000 Gerhinrdt, 1980
steel tonk
2 Aeroblc ROC: 24,000 12 media aceu each, 76,000 Gerhardt, 1980
steel tank
1 Clarifier Tank: 15,140 liter (4000 gal) carbon 3.300 Peters and Timmerbaus, 1968 N
stee! ! 4
1 Sand FPilter 28,000 -
TOTAL (Zimpro biophysical process) $ 236,300
:
TOTAL (Wel-air oxidation plus ' $13,958,880 ]

Zimpro biophysical process)

I em

ROC
4 Anoxic RBC: 24.000 (12 media srea each, 172.000 Gerhardt, 1980 :
stee! tank ’ 3
X
3 Acrobic RBC: 24,000 1t2 media area each. 114,000 Gerhnrdt, 1980
steel tank
1 Clarifier Tonk: 15,140 diter (4000 gal) carbon 1.100 Peters and Tipunerhnus, 968
steel
) Sand Filter 28.000

TOTAL {(Wet-nir oxidation plus 44,019,880

3
§
1
TOTAL (RBC post trevtment) $317.200 1
4
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Table 10. Yearly Costs for Wet-Air Oxidation of Lagoon Sediments

Zimpro Wet-Air/Biophysical Process

Installation Costs (5% of capital) $ 197,944 3

Electricity (172 x 106 KWH @ $0.07/KWH)* 120,400 “‘

Labor (3 operators @ $45,000/man year; 135,000 ;
1 supervisor @ $75,000/man year) 75,000 E

Maintenance (3% of total capital) 118,766 :

Cooling water (1.4 x 105 liter/yr @ $0.0264/1000 liters) 301 }

Carbon (405 kg/yr @ $0.77 kgt 312

NaOH and other chemicals 9,540

TOTAL YEARLY COSTS $ 657,263

Zimpro Wet-Air/RBC Process

Installation Costs (5% of capital) $ 201,994
Electricity (173 x 106 KWH @ $0.07/KWH) 121,100
Labor {3 operators @ $45,000/man year; 135,000 i

1 supervisor @ $75,000/man year) 75,000 |
Maintenance (3% of total capital) 121,196 ‘
Cooling water (1.4 x 106 liter @ $0.026:1/1000 liters) 301 f
NaOH and other chemicals 9,540 l
TOTAL YEARLY COSTS $ 664,131 !

* Schaefer, 1980d; Gerhardt, 1980
t Based on 0.175 carbon/g COD (Baur et al., 1980)
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- required dilution of the sediment to a 5-10% solids
content slurry

- wear and tear on the pumps and heat exchangers from the
sediment resulting i:n high down-time and maintenance costs

- build-up of grit, dirt and ash in the reactors which will
require blowdown at least once every 8 hours and possibly
shutdown to scrape out the scale

- dependence of optimum reaction conditions on a relatively
constant COD input

- incomplete degradation with high levels of nitrate and
COD output requiring additonal treatment

- if effluent recycle is not used, large amounts of wastewater
with high COD and nitrate Jevels will have to be biotreated or
treated by some other method

- high capital costs of the wet-air oxidation units

- leng delay time in obtaining the units, and

- bulky transportation of the units (6 standard trailers are
required for the wet-air units alone).

The advantages and disadvantages of all the treatment methods investigated
are weighed against each ocher in Section XI.

F. Laboratory and Pilot Scale Demonstrations for Wet-Air
Oxidation of Explosives Containing Lagoon Sediment

Laboratory scale studies for feasibility of wet-air oxidation on a waste
stream consist of autoclave tests. Cost estimates for an autoclave test for samples
of lagoon sediment slurries range between $6,000 and $15,000. Analysis of air
emissions should be performed for Ng, NOy, SOg, CO, COg and hydrocarbons. For
the analysis of the aqueous influent and effluent, the following tests should be
performed: nitrate, nitrite, COD, BODS (biochemical oxygen demand, 5 day), TOC,
TSS (total suspended solids), TVS (total volatile solids), TS (total solids), explosives,
sulfate, pH, and gas chromatography-mass spectrometry to identify COD components.
These test resuits should allow a material balance to be made. Temperature and
pressure conditions and explosives/solids content of the slurry can be improved on the
basis of these tests.
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? A typical pilot-scale test in Zimpro's 19 liter/min pilot reactor costs between
S $5000 and $20,000 although costs of $100,000 have been incurred with munitions

' testing (Schaefer, 1980 ). Air and water emission analyses similar to that described

for the laboratory tests will require $10,000-15,000 in analytical support depending on

¢ the number of samples taken. Thus, pilot-scale testing could cost between $15,000
: and $115,000 per test.
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. INCINERATION

A. Introduction

Incineration has long been recognized as one of the most effective methods
of destroying hazardous wastes. Complete oxidation of organic compounds at high
temperatures releases only carbon dioxide, NOy, SOx and water to the atmosphere
and leaves a small amount of inert ash to be disposed of in some other way. Some
of the primary advantages offered by incineration are maximum volume reduction of
a given waste, decomposition of organic materials, and the possibility of energy
recovery from the waste material (EPA, 1979). In addition, incineration technology
is wlell—dew;loped and widely available for a broad range of applications (Scurlock
et al., 1975).

Some of the more important drawbacks of incineration as a method of
hazardous waste disposal are the high costs of equipment, maintenance and fuel for
incineration systems, and the requirements of many systems for additional treatment
of discharge streams before release into the environment (EPA, 1979). No incinerator
achieves complete combustion, and all carry some level of particulate loading in the
effluent gas stream. In this discussion, the required air pollution control measures
will be included as part of each incinerator system for cost and effectiveness
comparisons.

Factors which affeet incineration performance include heating value of the
waste material, residence time of the waste in contact with high temperature air,
mixing of oxygen and waste material, and Incineration temperature (Conway and
Ross, 1980). In cases where the heating value of the waste is not sufficlent to
maintain autogenous combustion, it is desirable to conserve fuel by introducing the
minimum amount of excess air which will produce adequate combustion. The
formation of nitrogen oxides can be minimized by reducing the amount of excess air
and by keeping the temperature as low as possible (Conway and Ross, 1980).
Additional performance improvements can be achieved by reducing the moisture
content of the waste and by assuring that the waste is as finely divided as possible
(Conway and Ross, 1980). Since inorganic compounds are not destroyed during
incineration, toxic heavy metals should not be burned unless vaporization of the
metal components can be controlled (Shen et al., 1979).

Pyrolysis is the thermal degradation of a substance in the absence of oxygen.
Pyrolysis products are .typically combustible gases. Starved air combustion is a
closely related process in which less than the theoretical amount of air is supplied
to the incinerator. The terms "pyrolysis'" and "starved air combustion” are often used
interchangeably. In commerical pyrolysis units, the combustible gases are burned to
completion in an afterburner, sometimes with energy recovery, or are compressed
and stored for later use as fuel (Conway and Ross, 1980). Most incinerators can be
run under starved ajr conditions, however, an afterburner must be provided to
complete combustion.




There are several advantages to pyrolysis which should be considered in
designing an incineration system. Mixing excess air with the combustible off gas is
much easier than mixing with the original solid; combustion in the afterburner
requires less excess air and is therefore more efficient. In addition, lower gas flow
through the primary combustion chamber produces less entrainment of particulates.
Finally, since there is no need to heat the large volumes of excess air required for
conventional incineration, control of the reactor temperature is easier because the
system responds more rapidly to adjustment of process parameters. The net result
is a more stable operation. Disadvantages of starved air combustion are that the
process requires more instrumentation than conventional ineineration, the exhaust
gases from the primary conbustion chamber may be highly corrosive, and there may
be significant amounts of combustible material and fixed carbor remaining in the ash
(Sittig, 1979).

B. Process Descriptions

Several types of incinerator designs are available. A description of each
incinerator type, its operational parameters and its advantages and disadvantages are
presented in the following sections. The manufacturers of the various incinerator
designs and the size ranges available are summarized in Table 11.

L Air Curtain Incinerator

The air curtain incinerator or pit incinerator was developed by DuPont
to burn nitrocellulose and packing material (Carpenter et al.,1978). The incinerator
consists of a 1 to 3 m deep pit blanketed by a curtain of air blown through nczzles
on one side of the pit against the opposite wall (Conway and Ross, 1980). The air
curtain provides primary and excess air to the flame, produces turbulent mixing
patterns to maintain good contact between waste and oxygen, and helps to contain
particulates. While this method is an improvement over open air burning, it suffers
some serious drawbacks, There is little possibility of confining effluent gas for
further treatment, and while particulate emissions are less than for open burning,
they are somewhat greater than for more conventional incinerators (Sittig, 1979).
The pit incinerator was designed for solids with high heating values or materials
which tend to detonate and cause damage to enclosed incinerators (Sittig, 1979). It
provides high burning rates, long residence times, and high flame temperatures, and
is particularly well-suited for materials of less than 1-2% ash. The most attractive
features of the air curtain incinerator are its simplicity of design and its low cost
compared with other incineration systems. Air curtain incinerators have successfully
been used for disposal of heavy timbers, cable reels, construction wastes, plastics
(Sittig, 1979), and explosives contaminated packaging (Carpenter et al., 1978).

2. Cyclone Furnace

The cyelone furnace or rotary hearth furnace, shown in Figure 5, is a
refractory-lined steel cylinder with e single rotating hearth. Wastes are introduced
at the outer edge of the hearth and are gradually moved inward by a fixed plow
toward an ash discharge chute at the center of the hearth. Combustion air is
injected above the hearth at high tangential velocity in the opposite direction to
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Table 11. Manufacturers of Incinerstion Equipment

Cyclone/Rotary Hearth Furnace

Nichols Engineering and Research Corporation
Neptune International Corporation

Homestead and Willow Roads

Belle Mead, NJ 08502

Rotary Hearth Furnace

Roto~Hearth Corporation
10 Walnut Place
Thornwood, NY 10594

Annular Rotary Hearth Thermal Processor
Sizes: 4.6 - 2.30 m3
Loading: 2.4 - 73 kg/m2/hr

Multiple Hearth Furnace

Bethlehem Corporation
33 Rector Street
New York, NY 10006

Multiple Hearth Furnace
Sizes: 15.8 - 548 m2

Eimeo BSP Division ,
Envirotech Corporation :
1 Davis Drive
Belmont, CA 90220

BSP Muiltiple Hearth Furnace

!

]

Nichols Engineering and Research Corporation ';
Neptune International Corporation ! |
Homestead and Willow Roads -
Bell Mead, NJ 08502 1
g

k

}

Multiple Hearth Furnace l
Sizes: up to 46 m2

Electric _Furnace

Shirco, Incorporated
245] Stemmons Freeway
Dallas, TX 75207

Shirco Infrared Furnace
Capacities: 14 - 181,600 kg/day




Table L1. (cont.)

Fluid Bed Incinerator

BSP
1 Davis Driv-
Belmont, CA 94002

BSP Fluidized Bed Energy Systems
Capacities: 15,400 - 310,500 kg/day

Dorr-Oliver, Incorporated
77 Havemayer Lane
Stamford, CT 06904

FluoSolids Reactor
Sizes: 1.5 - 7.6 m

Nichols Engineering and Research Corporation
Neptune International Corporation

Homestead and Willow Roads

Belle Mead, NJ 08502

Fluid Bed Reactor

Rotary Kiln

C-E Raymond

Combustion Engineering Inc.
200 West Monroe Street
Chicago, IL 60606

Bartlett-Snow Tumble Burner
Capacities: 13.6 - 1421 kg/hr
Cylinder Lengths: 1.2 - 3.0 m

Bartlett-Snow Rotary Kiln
Cylinder Lengths: 4.6 - 33.5 m
Inside Diameters: 2.8 - 4.0 m

C&H Combustion
1985 West Big Beaver Road
Troy, MI. 48084

Rotary Kiln

Met-Pro Corporation
Systems Division

1860 Casseil Road

Box 144

Harleysville, PA 19438

Reac-O-Therm
Capacities: 190 - 135 I/hr
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Figure 5. Cross Sectional View of a Cyclonic Furnace (EPA. 1979) 1
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hearth rotation. The air sweeps over the burning waste, then spirals upward tov. :rd
tha exhaust. The ayolone is operated at high temperatures with exit gases leaving the
systam at around 820°0C (1800°F) (EPA, 1979). Combustion products must pass
through this high temperature central vortex before leaving the furnace, and this
passage 1ssentially complates combustion of all organics without any need for an
afterburner (Stribling, 1972),

Cyclone furnaces typioally require 30-80% excess air (EPA, 1979),
although some units have been operated with as little as 10-20% excest air using
computer aontrol (Btribling, 1972). Units are qurrently avallable with diameters up
to 9 m, but larger units are possible (EPA, 1979). Cyclone furnaces have been used
to inainerate sewage sludge, oil and chemioal sludges, aqueous organic suspensions,
solvents and ohlorinated hydrocarbons (Stribling, 1972).

Some of the advantages of cynlone Inoineration stem from the fact that
combustion air passes over rather than through the waste materia) - the furnace
temperature is less susoeptible to upsets caused by uneven bed conditions and there
is loss partioulate entrainmant (Stribling, 1972). Additional advantoges result from
the ayolonio air motion = oxygen remains in contact with the burning material longer,
the ayolone aots as a dust collector to prevent carry over of fine grit; the spiral
aotion "spins out" cold, oxygen-rioch air to the furnace walls, proteating them from
high temperatures (8tribling, 1972).

3 Multiple Hearth Furnace

A schematic drawing of a multiple hearth incinerator is presented in
Figura 6. The furnace is a refractory-lined stesl oylinder containing a number of
horizontal refractory hearths stacked vertically. Internally air cooled rabble arms
pivot about the oenter, raking burning material spirally towards the center or
towards the sdge on alternating hearths. Waste material enters the top of the
furnace, dropping froin hearth to hearth through the drying zone (310 to 540°C), the
asombustion zone (760°C tn 980°C), and the ash cooling zone (2009C to 313°C) (EPA,
1979). Combustion air is introduced at the bottom of the incinerator, and may be
preheated Ly first airsulating as cooling air through the rabble arms.

The muitiple hearth furnace is the most widely used siudge incinerator
in the United States (EPA, 1978), It was originelly designed to incinerate sewage
sludge in 1934, but has also been used to process a variety of metal ores (Conway
and Ross, 1980). Multiple hearth furnaces range in diametor from 1.4 m to 7.8 m with
3-17 hearths (Nighols Engineering and Research Corporation, 1972). Capacit..s vary
from 90 kg/hr to 3830 kg/hr (Schroeder, 1977) with retantion times up to several
hours for some wastes. Excess air requirements are normally in the 75-100% range.
?8{"'1 2multlplo hearth furnace design parameters reported by Niessen are given in

able 12,
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Figure 6. Crass Sectional View of a Multiple Hearth Furnace (EPA, 1979)

42




Table 12. Typical Design Parameters for Multiple-Hearth Incinerators
(Niessen, 1978)

Parameter Units Low  Mean  High
Hearth area burming rate kg dry solids hr~l m-¢ 7.2 9.8 16.2
Excess air percent overall 20 80 80
Cooling air exit temperature oC 83 130 185
Discharge ash temperature oC 38 160 400
Off-gas temperature oC 360 443 740
Sludge properties 3
heat content Keal/kg volatiles 5300 5850 7760 I
volatile content % of dry solids 43.4 54.2 71.8
Total energy input (fuel plus Kcalkg wet sludges 810 - - 1
sludge) (for 25% solids sludges) 1598 1100 1385 ]
(for 48% solids sludges) 1730 1822 ]
Volumetric heat release Keal hr} m-3 67,600 5

(fuel plus sludge) b
{

43




In addition to long history of sucocessful sludge incineration, the multi-
ple hearth furnace has additional advantages over other incineration systems, The
furnace can accomodate wide fluctuations In loading ratos and feed quality (EPA,
1979; Schroeder, 1877). Sludge is constantly turned and broken by the rabble arms,
providing good oontact between air and the waste material. Burners on all or
selected hearths permit incineration of low heating value materiels which could not
otherwice be burned.

Multiple hearth inoineration alsn suffers from some disadvantages.
Since low heating value wastes are often burnod, large ainounts of auxiliary fuel sre
required (Conway and Ross, 1980), The furnace system has high maintenance
requirements dus to mechanioal motion in a high temperature region (Conway and
Ross, 1960). There is a high incidence of rabble arm failure and refractory failure
rosulting from too rapid heating or cooling (Niessen, 1978), The unit must be run
oontinuously, since start-up and shut-down each require 24 to 30 hours to prevent
damage to inoinerator Internals (Niesser, 1978), Slagging and clinkering osused by
local high temperatures oan interfere with radbble arms and blook drop holes. This
problem {s partioularly likely when a high level of inorganic salts Iy present in the
waste matorial (Niessen, 1978). Finally, warm air and unburned solids come into
oontaot at the top of the furnace just bsfore the air exits. This feature oan drive
off volatile organios from the waste, requiring the use of an efterburner to ensure
that organios are gompletely destroyed before releass to the atmosphere.

4. Eleagtria Turnace

A nhuvclx new type of sludge incinerator, the electric turnane, wat
introduced in 1978 (EPA, 1978), The electric or infrared furnace consists of &
horizontal metal mesh conveyor belt which passes under a series of electrical heating
elements as seen In Figure 7, The shell is steel lined with ceramic fiber insulation.
Sludge fend and combustion air enter the furnace at opposita ends. As In the
multiple hearth furnace, this contact of warm air with cold sludge ‘.11l probably
require the use of un afterburnar for the gas to reduce orgunio emissinns (EPA, 1979).
Furnace sizes range from 1.2 m x 8.1 m to 2.9 m x 290.3 m with capaoities up to 540
kg/hr. The electric furnace requires 20-70% exoess air for sludge combustion, but
does not reqiiire gnr prlmgr?' air for burner operation (EPA, 1979). While this feature
results in an overall reduction in energy requiremaents, any saving is probably offset
by the hl,hor cost of eleotricity relative to natural gas or fuei oll (EPA, 1979).
Ceramio fiber insulation van be hated and cooled very rapidly without advaerse
offeots, making this furnace Ideall suited to intermittent operation; howevsr,
intermittant operations result In (noraased energy expenditures (EPA, 1979).

The eleotric furnace (s relatively inexpensive compared to other
inoinerators, however, aertain major components have a very short lifetime whioh
should be taken into acasount at the time of inoinerator selection. The infrared
heaters can be expected to last for three years while woven wire beits usually last
for three to five years (EPA, 19079).

44

hieindte v SR




Fs TS P T TS S e A I T T T T

R S

!

(6L61 .<&mv 3J/UING DWII[F UB JO MIA [BUONIIG SS01))

L andiy

e e L LT DTS

45

1



5. Fluid Bed Incinerator

The fluid bed was originally designed to contact finely divided catalysts
with high molecular weight petroleum feedstocks in a cracking process (Neissen,
1978). It was first used for incinerationin 1962 (EPA, 1979). A fluid bed incinerator
is a vertical refractory-lined eylinder with a bed of sand or some other particulate
suspended by air flowing up through the bottom of the incinerator, as shown in Figure
8. Burners above the fluidized bed and at the air inlet provide heat to raise the bed
temperature and to provide combustion heat to low heating value wastes (EP A, 1979).
Sludge is fed either into the fluidized sand or into the freeboard space above the sand
bed (EPA, 1979). Bed temperature is maintained at 750° to 8509C (Dawson et al.,
1978) with excess air requirements in the range of 20-30% (Ferrel, 1973). Bed
diameters up to 15 m are possible (Scurlock et al., 1975), but size is limited by the
self-supporting reactor roof (Cheremisinoff et al, 1976). When fluidized, bed depths
range from 40 cm to several meters (Scurlock et al. , 1975). Since bed depth is
controlled by air flow rates as well as by the amount of sand, variations will atfect
system pressure drop and particle residence time (Sittig, 1979). Air velocities must
be high enough to fluidize the bed material but not so high as to carry it out ot the
incinerator, usually 1.5-2.1 m/sec (EPA,1979). Increasing air velocity causes higher
bed attrition and higher particulate loeding of exit gases as well as higher power
requirements for the compressor (EPA, 1979). Waste solids are retained in the bed
until combustion reduces them to the point where the f{luidizing air carries them out
of the bed (EPA, 1979). This method of ash removal requires a particulate scrubber
for the flue gas, however, an afterburner is not usually needed for a fluidized bed
because of the high uniform bed temperatures (EPA, 1979).

Major advantages of the fluid bed incinerator include the excellent
mixing properties in the fluid bed which reduce excess air requirements and the lack
of moving parts in the high temperature region which greatly reduces maintenance
requirements (Ferrel, 1973). The lower air requirements and lack of localized very
high temperature areas reduces nitrogen oxide formation (Conway and Ross, 1980).
When the unit is shut down, the sand bed acts as a heat sink, maintaining a nearly
constant temperature overnight (EPA, 1979). This greatly reduces startup fuel
requirements and makes the fluid bed incinerator very attractive for intermittent use
(EPA, 1979). The fluid bed incinerator is highly versatile and can be used for liquid,
solid, or gaseous combustible wastes (Sittig, 1979). In the past, it has been
successfully applied to the incineration of petroleum wastes, paper, nuclear wastes
and sanitary sludges (EPA, 1979).

Some of the problems associated with fluid bed incineration are the
result of sand and ash carry over in the exit gas stream. A particulate scrubber is
always required to remove ash and sand from the effluent gas, and serious erosion
problems in the scrubber have resulted from sand impingement (EPA, 1979). In
addition, screw and pump feeds have had difficulty with sludge drying out and
plugging the point of injection to the bed (EPA, 1979). Ash removal can pose
problems for those materials which do not break down into particles which can be
carried out of the bed by the fluidizing gases (Scurlock et al. , 1975; Dawson et al.,
1978). Materials which melt or slag can upset fluidization by binding sand particles
and by forming large heavy masses which can not be supported by the air flow
(Niessen, 1978). ;
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Figure 8. Cross Sectional View of a Fluid Bed Furnace (EPA, 1979)
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6. Rotary Kiln

A rotary kiln, shown in Figure 9, is a horizontal refractory-lined
cylinder which rotates on a pair of steel tires. The kiln is sloped downward from
inlet to exit, with combustion air inlet and the burner usually located at the lower
end (Conway and Ross, 1980). The rotational speed and angle of incline determine
the residence time of waste material in the kiln (Conway and Ross, 1980) which
varies from several seconds to several hours (Scurlock et al., 1975). Combustion
temperatures can range from 810-1650°C (Dawson et al., 1978). Excess air require-
ments are usually around 40% (Hathaway, 1977).

Rotary kilns are versatile enough to handle solid, liquid and gaseous
waste (Dawson et al., 1978). Designed for high throughput on a continuous basis
(Ferrel, 1973), the rotary kiln provides a brute force method which can be used to
incinerate almost any waste (Conway and Ross, 1980). The rotary kiln "as low
maintenance requirements because of its simplicity of design and rugged internal
structures (Conway and Ross, 1980). Since it has no moving parts, the rotating
kiln is not llkely to be damaged by high temperatures.

Particulate loading of the exit gas is generally high, so some torm of
serubber is usually required (Conway and Ross, 1980). An afterburner is often
included to complete combustion and reduce emissions (Conway and Ross, 1980).

C. Air Pollution Control Equipment

In view of recent and anticipated air pollution regulations, few incineration
systems can be operated without additional pollution abatement measures. First,
many incinerators cannot achieve complete combustion, emitting unburned or
partially burned organics in the exit gases. When incomplete combustion occurs,
a secondary combustion chamber is needed to reheat the gases and provide additional
oxygen to assure complete combustion. Thus, additional auxiliary fuel and additional
capital investment to purchase a secondary burner and combustion chamber are
required. In addition, the emitted gases from many combustion processes carry a
high level of particulates which must be removed before release to the atmosphere,
Such materials can be removed by cyclone separators, fabric filters or baghouses,
electrostatic precipitators, and by wet scrubbers. Cyclone separators are relatively
inexpensive to purchase and operate. They remove 95% of all particles greater than
25u, but are not very efficient for smaller particles (Chalmers, 1981). Baghouses are
more effective but have high pressure drops and therefore require fairly high power
consumption to move the gases through (Hathaway, 1977). Electrostatic orecipitators
are also very effective, but have comparable power requirements (Hathaway, 1977).
Wet scrubbers are reasonably effective at removing particulates and water soluble
pollutants, however, they produce contaminated water which must be treated before
release (Hathaway, 1977). Each method has its merits and its drawbacks and the
appropriate method for a particular situation should receive careful consideration.
The previously discussed incineration methods and the pollution control measures
recommended for each are listed in Tabie 13.
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Table 13. Recommended Pollution Control Measures
for Various Incinerator Types

Air Curtain Incinerator No additional measures possible
Cyclone/Rotary Hearth Furnace Particulate Scrubber

Muitiple Hearth Furnace Afterburner and particulate scrubber
Electric Furnace Afterburner and particulate scrubber
Fluid Bed Incinerator Particulate scrubber

Rotary Kiln Afterburner and particulate scrubber
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D. Application to Treatment of Explosives Contaminated Lagoon
Sediment

The most important considerations in handling explosives contaminated
materials are personnel and equipment safety. The possibility of detonation must be
anticipated and either be prevented or contained. Studies performed by Rolison and
Dickenson at Radford AAP indicated that slurries which are 3 parts water to | part
explosive waste by weight can be ground, pumped, and incinerated without dltfncultg
(Rolison and Dickenson, 1975). Impact sensmvxty for dry TNT fines is 6.43x104 J/m
and for damp fines more than 1.51x105 J/m2. Friction sensitivity is approximately
1.63x10° N/m2 @ 2.4 m/sec for both dry and damp fines (Rolison and Dickenson,
1975).

In view of the sensitivity of sediment which contains 15% explosives on a dry
basis, it is judged wise to avoid incinerator systems which have moving mechanical
parts in the incineration region. Rabble arms and fixed plows in the multiple hearth
and cyclone furnaces could suffer continual damage from minor detonations. Fluid
bed incinerators may run into difficulties because of the extremely high ash content
of the sediment. Ash may not be carried out of the bed by the effluent stream, so
some other provisions would have to be made. No particular problems are expected
for the electric furnace, and a large body of data docuraents the success of the
rotary kiln in incinerating explosives and explosives contaminated wastes. The open
pit incinerator is an unacceptable alternative because of high pollutant emission
levels. While pyrolysis may be an acceptable alternative to conventional incin-
eration, experiments would be required to determine whether complete destruction of
the explosives of interest can be accomplished by this technique.

Table 14 lists bench and pilot scale data for inecineration of hazardous
chemical wastes and explosives. When supplied with appropriate afterburner and/or
scrubber systems, most of the furnaces discussed are shown to etfect complete
destruction of the hazardous materials with reasonable emission levels. Acceptable
destruction of TNT and RDX was observed in the Radford rotary kiln with a main
chamber tempertature of 8700C and an afterburner temperature of 927°C (Rolison
and Dickerson, 1975). Data for the rotary hearth and electric furnace incinerators
were not avaijlable for this type of material.

For the standard lagoon described earlier, the following equipment will be
needed to decontaminate lagoon sediment by incineration:

- dredge

- holding tank

- incineration unit

- air pollution abatement system
To keep the heating value of the sediment as high as possible, contaminated sediment
is not diluted, but is fed as is from the holding tank to the incineration system.

Contaminated sediment, as described in the standard lagoon scenario, is incinerated
at a rate of 900 kg/hr.
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In order to decontaminate lagoons at various locations with a minimum of
equipment, it is important that the equipment be easily moved from site to site,
Ideally, the incineration equipment and all auxiliary equipment can be built onto a
12.2 m x 2.7 m flat bed trailer. Such a schere is clearly not feusible for an open
pit incinerator. At a hearth loading rate of 147 kg/m2 hr (EPA, 1978), a cyclone
furnace with a 2.8 m diameter 1is required for 900 kg/hr of lagoon sediment,
Loading rates for multiple hearth furnaces are usually around $4-68 kg/m2 hr (EPA,
1979). Treatment at the desired rate requires a 2.4 m diameter unit with five
hearths. An electrie furnace loaded at a rate of 220-270 kg/m<“ hr (EPA, 1979) would
be 2.7 m wide by 6.1 m long. Because of the relatively large volume of high
temperature region per ur.* of surface area, {luid beds are typically loaded at 220-
270 kg/m2 (EPA, 1979). A unit to process 900 kg/hr would have to be 2.l m in
diameter. A portable rotary kiln system including afterburner and scrubber for the
desired incineration rate could be 4 m wide by 7.9 m long by 4.3 m high (CE
Raymond, 1879) or 4 m wide by 7.9 m by 1l.6 m high (Met-Pro, 1977). Of all of the
systems discussed, only the rotary kiln is advertised as an easily movable unit.

E. Economies

Capital costs for various incineration systems for a 900 kg/hr incineration
rate are presented in Table 15. These costs include dredging equipment, flat bed
trailer and afterburners and venturi scrubbers where needed. Operating costs are
listed in Table 16. Fuel requirements for each system are based on heat available
in the incoming sediment and the excess air requirements for the system. Fluid bed
incineration costs may be soniewhat deceptive. With the figures presented, air
veloeity through the bed is only approximately 0.4 m/sec instead of the recommended
1.5-2.1 m/sec. The incinerator will not operate at this air flow. Either air throughput
must be greatly increased, requiring significantly higher fuel and electrical costs, or
bed diameter must be reduced. While this would decrease capital costs, it would also
increase loading rates. Pilot scele experimental work would be required to deterrine
whether it is feasible to burn sediment with such a low heating value in a fluid bed
incinerator. Overall, the rotary kiln appears to be the most economical approach
over the entire expected range of sediment characteristies.

F. Advantages and Disadvantages of Incineration of Explosives
Contaminated Lagoon iment

Incineration is also a "proven technology" for disposal of high concentrations
of explosives and propellants. Additional advantages of the incineration technique in
general include low capital and operating costs, no need to dilute the sediment, no
post treatment of aqueous effluents from the incineration process itself and
transportability. A major disadvantage of incineration is the need for air pollution
abatement devices. Air pollution will be a major problem if the sediment is high
in metals, however, scrubbers are available that will remove metals from the air at

additional capital costs. Another disadvantage is the large amount of down-time and
maintenance required.

G. Laboratory and Pilot Studies

Prior to any experimental incineration, it would be desirable to pertorm
various tests to determine safe methods of handling explosive contaminated
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Table 15. Capital Incineration Costs to Decontaminate Lagoon Sediment

Capital Costs

Quantity Equipment Installed Cost Reference
1 1 Dredge: Porta-Dredge S 53,260 Salemink, 1980
4- PD-4LS-1136 1/min
K ] Holding Tank 454,200 | 132,000 Peters and
; (120,000 gal) w/75 hp side entry Timmerhaus, 1968

turbine
4
1 Slurry Pump, 1/2 hp 800 " "

E ! Flat Bed Trailer 10,0000
“ 1 Incineration System (includes feed

system, incinerator, afterburner
J and/or scrubber)

Cyclone/Rotary Hearth Furnace 462,000 EPA, 1979
Mulciple Hearth Furnace 503,000 EPA, 1979
Electric Furnace 330,000 EPA, 1979
) Fluid Bed Incinerator 630,000 EPA, 1979
f Rotary Kiln Incinerator 272,000 Met-Pro, 1980
System Total Cost
|. Multiple Hearth Furnace $698,000
Electric Furnace 526,000
Fluid Bed Incinerator 826,000
Rotary Kiln Incinerator 468,000
Cyclone/Rotary Hearth Furnace 658,000
35
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sediments. In addition, laboratory analysis of actual sediment samples is required to
determine their compositions and combustion characteristics. Costs of these tasks
are estimated at $8,000. Finally, pilot scale experiments with various incineration
systems are needed to determine how well they can handle the sediment. Table 17
lists available pilot scale equipment and approximate costs. Most of these facilities
do not have extensive analytical support. Therefore, an additional $5,000 in analytical
support will be required.

On the basis of this report, several of the incineration methods discussed can
be eliminated from laboratory and pilot scale tests since they do not appear to be
feasible for this application. The air pit incinerator suffers from high particulate
emission with no possibility of additional treatment and is therefore an unacceptable
choice. The multiple hearth and cyclone furnaces drag rabble arms and plows across
the burning waste. Since this is a high f{riction process, danger of detonation is
expected to be greater than for the other types of incinerators discussed. In
addition, high levels of inorganic material in the sediment and uneven heating in the
furnace could lead to severe clinkering problems. High ash levels may present some
difficulties for the fluid bed incinerator, however, experimental work with actual
contaminated lagoon sediment is needed to determine whether or not this is the case.
No serious problems are foreseen fc~ the electrie furnace. Rotary kiln incineration
is expected to work very well, although experimental work will be needed to
determine unit size requirements and optimal operating conditions. In short,
additional experimental work is recormmended for the electrie furnace, the fluid bed
incinerator, and the rotary kiln.
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Table 17. Pilot Scale Incinerator Test Facilities and Costs for Tests

1 L BSP Division
i Envirotech Corporation (Lurgi Corporation)
: 1 Davis Drive
J Belmont, CA 94002
F
' Pilot Scalo Tests
, Facilities:
1* Pluld Bed Reactor (0.6 m diameter, 4.7 m helfht)
. Fluid Bed Reactor (1.8 dlameter, 2.4 m height
' Multiple Hearth Furnace (0.33 m)
. Analytioal Laboratory (well-equipped)
". Cost:
. approximately $3,000/day

K 2, C-E Raymond

Combustion Engineering, lna.
/ 200 West Monroe Btreet
Chicago, IL 60606

Pilot S8calo Tests

Faoilities:

R Bartlett-8now Tumble Burner
" Cost;

‘ $600/8 hrs

3. Dorr Oliver, Ine.
77 Havermeyer Lane

' Stamford, CT 08904

- Pllot Scule Tests
! Faollities:

3 Fluld Bed Incinerator (3.7 m diameter)
g Material Required:

approximately 380 liters
Cost:

approximately $10,000
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Table 17 (cont.)

3. Met-Pro Corporation
Systems Division
160 Cassell Road
Box 144
Harleysville, PA 19438

Pilot Scale Tests
Facilities:
React-O-Therm
Cost:
approximately $3,000 (for 2 days)

S, Midland Ross Corporation
Surface Division
23758 Dora Street
Toledo, OH 43607

Bench Scale Tests

Characterization for time, temperature, quantative and
qualitetive analysis

Cost:

$5,000-$15,000 (usually $8,000-$10,000)
Pilot Scale Tests
Facilities:

Bateh Furnace
Rotary Hearth

Cost:
$15,000-$100,000 (usually $25,000-$40,000)
6. Nichols Engineering and Research Corporation

Homestead and Willow Roads
Belle Mead, NJ 08502

Pllot Scale Tests
Facilities:

Multiple Hearth Furnace (5.5 m diameter;
Multiple Hearth Purnace (4.9 m diameter

Shaft Kiln
Fluidized Bed

Cost:
approximately $1500/day
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Table 17  (cont.)

7. Shirco, Inec.
2451 Stemmons Freeway
Dallas, TX 75207

Bench Scale Tests
Facilities:

Thermogravimetric Analyzer (simulates electric furnace)
Cost: '

Rental $1500/month

8. Trane Thermal
250 Brook Road
Conshohocken, PA 19428

Pilot Scale Tests
Facilities:
300 Kw
Costs:
approximately $10,000/day

9. Tooele Army Depot
Pilot Scale Tests
Facilities:

Rotary Kiln
Cost:

approximaiely $5,000 to set up tests
approximately $1,000/day to run tests
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IV. MOLTEN SALT INCINERATION

A. Process Description

Molten salt incineration is a process for burning hazardous chemicals which
combines simultaneous combustion of the material and scrubbing of the gas stream.
This system has been mainly developed by Atomics International although Anti-
Pollution Systems, Inc. also has a molten salts incinerator. The incineration is
accomplished by injecting the hazardous material and air beneath the surface of a
pool of molten salts. Typically sodium carbonate with a small amount (1-10%) of
sodium sulfate is used as the molten salt, however, other alkali metal carbonates or
mixtures of alkali metal carbonates can be employed. Sodium carbonate is used
because it reacts instantly with acidic gases to form sodium salts. The small amount
of sodium sulfate is used to catalyze the combustion of carbon. Temperatures of the
molten salts are usually in the 700-1000°C range (Yosim et al., 1974).

A schematic diagram of the molten salt incineration process is shown in
Figure 10. The wastes to be burned are pulverized. The pulverized wastes are
normally blown into the bottom of the furnace with air. The air supplies the oxygen
for combustion (Wilkinson et al., 1978). The gases produced from the burned wastes
are oxidized and scrubbed as they pass up through the pool of molten salts. This
scrubbing action converts the gases into mainly CO9, H9O, Ng and O9 and
particulates (Wilkinson et al., 1978; Yosim et al., 1973; Yosimet al., 1974). The off-
gases are passed througnh a baffle assembly to trap salt particles and a high energy
venturi to remove fine particulates (Wilkinson et al., 1978).

As the waste material is oxidized, sodium chloride, sodium phosphate, sodium
sulfates and inorganic ash are accumulated in the molten salt medium. When the
dissolved impurities reach 20% by weight of the salt medium, the spent molten salt
must be replaced (Yosim et al.,1978; Wilkinson et al., 1978). The salt can either be
disposed of or it can be regenerated. A regeneration scheme is shown in Figure 1.
Regeneration consists of quenching in water followed by filtration to remove ash.
Carbon dioxide is bubbled through the quench solution to precipitate sodum
bicarbonate. The solid sodium bicarbonate is filtered and returned to the molten sait
furnace. The bicarbonate is converted to carbonate upon heating in the furnace
(Berk, 1973).

B. Review and Evaluation of the Literature

L. Degradation of Hazardous Materials

A variety of materials has been subjected to decomposition by the
molten salts incineration process. These materials include pesticides (Yosim et al.,
1974; Yosim et al., 1978; Atomics International, 1975), chemical warfare agents (Dustin
et al., 1977), nitrogen and arsenic containing compounds (Atomics International, 1975),
photographic films (Atomics International, 1973), solid wastes (Hammond and Mudge,
1975}, explosives and propellants (Yosim et al., 1973; Knight and Elston, 1978;
1979) and removal of SO9 from power plant stack gases (Atomics International, 1968;
Greenburg, 1972).
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Figure 10. Molten Salt Combustion Process Concept

(Yosim et al., 1978, Disposal and Decon-
tamination of Pesticides)

62

pine el




% ,.
ré.‘
é, Carbon Dioxide
P Carbonaceous =77 Nitrogen
E Material ! . 1 .
; (e.9. Coal — ™| Furncce Heot
or Fuel Oil) L_] MoltenSalt ® Heo
3 (e.9. Na2CO3) -
E Alf e Contoining Sulfide
E: Melt
£
J Dissolving .
; Tank Agqueous
! Solution
. Aqueous NeHCO3
¢ Solution
: No,CO3, NgHS, NeHCO,
; & Ash (Solid) (Solid)

Ash =i  Filtqr

Aqueous

Solution

Hydrogen Sulfide «= «= — — - Na,CO3
| & NoH$

T T T g~ Ay 1% iy
NS A SemnTres
-

Corbenation

Carbon Dioxide —memace—pn
Tower

Aqueous

Solution
NaHCO3 with
NaHCO3 (Selid)

Ty g we e
B — e )

Filter

Figure 11, Schei.atic Flow Diagram for Recyeling Carbonate Melt
(Wilkinson et a!., 1978)

=G e p

63

4
cain A imand s S 2 Rt il Ko, i . .uﬁn—‘ .J

skt AN 5, ik et o

et e S i

i
’
N




= 7= = .
O e s i

The combustion of pesticides by molten salts has been studied by Yosim
and coworkers at Atomics International (Yosim et al., 1978; Atomics International,
1975; Yosim et al., 1974). The results of these studies are summarized in Table 18.
In general, greater than 99.3% destruction of the pesticides was obtained with
pesticide residuals in the melt of less than the analytical detection limits. However,
small amounts of the pesticides .ere detected in the exhaust gases from the reactor.

Molten salt incineration of various neat chemical agents was inves-
tigated by Dustin et al., (1977). They found the following destruction efficiencies:

- distilled mustard - 99.999997%
- VX (C)jH2¢PO2S) - 99.999988%
- GB (C4HjgFO2P) - 99.9999985%
Concentrations of agents in the air emissions were below detection limits.
2. Degradation of Explosives and Propellants

Yosim and Darnell (1980) examined the disposal of composite and double
based propeliants by molten salt combustion. The compositions of the propellant
materials were not analyzed, but were presumed to be within production formulation
specifications. Effluent gases from the molten salt reactor were analyzed for NOy
by a chemiluminescent gas analyzer and for CO and unburned hydrocarbons by a non-
dispersive infrared analyzer. Their results indicated that submerged combustion was
best for halogen containing propellants because it allowed acidic waste gases to be
scrubbed by the caustic salt. For NO9 and NO3 containing propellants, however, lack
of sufficient air contact in submerged combustion produced higher levels of NOy and
CO. Surface combustion with forced air at high temperatures produced the lowest
pollutant emission levels with the NO9 and NO3 containing propellants. Yosim and
Darnell's experimental results for surface combustion of propellants anc explosives at
800°C are listed in Table 19.

C. Application to Explosives Contaminated Lagoon Sediment

Molten salt incineration represents a safe, convenient way to dispose of
explosives. Good heat transfer and good contact with combustion air are provided
without mechanical friction or impact which might ceuse detonation. The heat sink
effect of the bed stabilizes combustion temperatures, preventing local hot spots
which could also cause explosions.

For the standard lagoon, molten salt combustion of contaminated lagoon
sediment will require the following equipment items:

- dredge
- holding tank

- molten salt combustion unit
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- air pollution abatement system
- spent sa't recovery system (optional)

Contaminated sediment from the standard lagoon will be treated at a rate of 900
kg/hr without dilution. A mobile molten salt unit designed to process 230 kg/hr of
pesticides is shown in Figure 12. Since the desired treatment rate for lagoon
vodiment is 900 kg/hr, a larger unit will be required and truck mounting may be a
probiem.

In the ourrent scenario, the sediment on a dry basis is 75% inorganic which
would be deposited as ash in the reactor. Since fluidization is impaired when the
level of ash reaches 20% by weight, spent salt would have to be recycled or discarded
at a high rate to keep the ash level down. For 50% solids slurry and a waste feed
rate of P00 kg/hr, make-up or recycled salt must be added at a rate of 2250 kg/hr
to maintain the bed ash level at 15%. This is a serious drawback for the molten salts
technology, since a r' ycling process of this magnitude could mean large energy
losses. A rocycle system has been proposed by Atomics International (McKensie et
al., 1978) to remove the ash from e spent salt. In this process, the spent salt is
cooled and dissolved in water. The ash is filtered from the solution. The salt is then
recrystallized, removed {rom the solution, and returned to the molten salt bath. No
attempt {s made to recover energy lost in removing molten salt from the bath.
Operation without recycle results in the same energy loss plus the additional problem
of disposing of large quantities of salt/ash mixture.

D. Egonomics

Molten salt incineration is an expensive way to dispose of contaminated
lagnon sedimen: because of the low heating value and high ash content of the waste.
Cipital oosts are approximately $2,000,000 (see Table 20), while annual operating
costs are around $2,600,000 for a molten salt system without salt recycle (Tabie 21).
A reoycie system for the required 2250 kg/hr of spent salt would cost over
$7,000,000. Make-up salt costs would drop to around $90,000/yr, and fuel costs would
remain about the same. Cuoling water would be required for melt crystallization,
adding another $88,000 to the annual operating costs. Total annual operating costs
fur & molten malt incineration system with rccycle would be approximately
$1,300,000/yr, If all the heat lost in the recycling could be recovered, annual
operating costs with recynle would only drop to $1,118,000/yr. With the high levels of
nomn~combustible material in the coniumineted sediment, it is not economically
feasible to decontuminate the sediment by the molten salt process.

A word of caution must be Inserted herc concerning the validity of the cost
figures prexented. To date, there are no operating commercial-scale molten sait
incinerators,  Couts presented were scaled up from cost estimates by Atomies
Internationa) (McKenzie ot al., 1878; Yosim and Dsrnell, 1980) for two 80 kg/hr units,
n aapuoity only one tenth that required in the current discussion. Costs for the salts
recovery system are even more likely to be in error, having been scaled from
entimates fur a 22 kg/ht unit to a 2250 kg/br unit. However, even if the costs
presented were wrong by u factor of two, treatment of the sediment by moiten salt
aombustion would still cost $558,000 - $650,000/yr.
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E. Advantages and Disadvantages of Molten Salt Combustion

The main advantages of molten salt combustion are the excellent thermal
contact provided by the molten salts, the retention of acidic gases by the caustic
salt, and the scrubbing of most particulates from the off-gases by the molten
salt bed. For high heating value and low ash wastes, molten salt incineration appears
to be an economically feasible alternative to conventional incineration.

In the standard lagoon scenario, the heating value of the sediment is low,
thereby requiring fairly high expenditures for supplementary fuel. More serious,
however, is the large volume of ash deposited in the molten salt bed by the treated
sediment. Since 75% of the dry sediment is expected to be retained in the bed as
inorganic ash, clean salt must be added and spent salt withdrawn at a high rate to
maintain bed fluidity. Since salt replacement costs and salt recycle costs are very
nigh for the amount of sediment treated, molten salt combustion is an economically
unattractive treatment method for this scenario.




V. MICROWAVE PLASMA

A, Process Description

A microwave plasma is jonized gas produced by reactions of electrons with
neutral gas molecules. The reaction is induced by the action of the microwaves on
the electrons. The electrons are accelerated by the microwave electromagnetic field
- and undergo inelastic collisions with gas molecules, which produce more electrons and
charged ions. When the production rate of electrons and ions is greater than the loss
rate, plasma generation occurs (Bailin et al., 1975). This plasma cen react to break
down chemicals and thus provides 2 means of decomposition of hazardous materials.

A microwave plasma can only break down materials when they are in the
gaseous state. Since vaporization is a surface phenomena, the rate of vaporization
of liqui¢ and solid hazardous chemicals is directly related to the microwave power
density and the heat of vaporization of the reactant. The microwave power density
influences the rate of vaporization by supplying heat to the reactant and supplying
free electrons and pc ritive ions which recombine on the reactant surface and supply
energy to the particle. As the reactant burns on the particle surface, it supplies the
heat to the inner particle which glso increases its rate of vaporization,

The degradation rate of the chemical in the microwave plasma is related to
the pressure in the reactor, the free electrons per cubic centimeter, and the
temperature of the electrons. The electron density and temperature arc related to
microwave power density. Typically, an increase in the microwave power density
will increase the electron density and temperature.

A block diagram of a microwave plasma system designed by Lockheed is
presented in Figure 13. The microwave power supply is normally a variable power
source. This source delivers microwave radiation of 2540 MHz through the
rectangular trough wave guides to the microwave power applicator which supplies the
radiation to the plasma. The power applicator length defines both the volume ot the
plasma and the residence time of the gases within the plasma. Hazardous chemicals
are delivered into the system as a pure organic liquid, as a slurry, nr in a water or
methanol solution. The material to be treated is then mixed with a carrier gas,
(oxygen, or oxygen-argon mixture, or steam) and fed into the plasma reactor, The
microwave unit operates at a reduced pressure, so the chemical to be treated is
forced by gravity and the carrier gas through the reactor. The residence time of the
of the chemical in the plasma is increased by the use of quartz wool or quartz
raschig ring packing. The increased residence time results in a more complete
treatment of the chemical (Wilkir.on et al., 1978). The hot gases from the reactor
are cooled in a radiative heat exchanger followed by cooling to room temperature by
a water-cooled shell and tube heat exchanger. Next the gases are passed through a
packed-section caustic scerubber to remove any acid products (Hertzler et al., 1879).
Solid chemicals have been treated by placing a pellet of the material on a quartz ring
in the plasma. However, a feed system for solids has yet to be developed (Hertzler
ot al., 1979).
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B. Review and Evaluation of Literature

Bailin et al. (1975) examined the use of microwave plasma to degrade
dimethyl methylphosphonate (DMMP) and diisopropyl methylphosphonate (DIMP). The
plasma reactions were carried out in the presence of helium or air in a 2.5 kW unit.
The experimental conditions and percent decomposition of DMMP in helium and air
are presented in Tables 22 and 23, respectively. The breakdown of DMMP was higher
in helium than in air. The optimum conditions for degradation of DMMP were
relatively high power, high plasma volume and long residence times. The products
of DMMP decomposition in helium were trimethylphosphite [CH303P] and methanol.
In air, the decomposition products of DMMP were methylphosphonic acid, phosphoric
acid and efther methylphosphoric acid or methylphosphorus acid.

The results and experimental conditions for the decomposition of DIMP in
helium and air are presented in Tables 24 and 25, respectively. The reduction of
DIMP differed from DMMP in that the air plasma reactions produced higher
decomposition of DIMP than helium plasma tests. Up to 99.5% DIMP removal was
obtained in the air plasma. The decomposition products of DIMP in the helium and
air plasmas were phosphorie acid and methylphosphoric acid.

In another study, Bailin et al. (1978) evaluated the effects of microwave
plasma on 3everal hazardous compounds. For this study, they used a larger 5 kW
unlt, which could handle about 2 kg per hour. The results are presented in Table 28.
The microwave plasma treatment of malathion was essentially complete with
residues containing 12 and 1 ppm malathion. The main products of the reaction were
809, CO9, CO, and H90. The percent destruction of phenylmercuric acetate was
estfmated to be greater than 99.98%. The products were reported to be CO2, CO,
H90, and metallic mercury. Bailin et al.(1878) also tested kepone in solid, aqueous,
and methanol solution forms. No kepone was detected in the solid residues and the
reported products were COj2, CO, HCl, and H20. A red dye mixture in an aqueous
slurry was also treated by microwave plasma. After treatment, the solid residue
contained no more than 8 ppm of the original mixture.

Hertzler et al., (1979) developed and tested a 15 kW microwave plasma
reactor. This unit can process 2.3-9.1 kg/hr (5-10 1b/hr). Vinyl bromide was subjected
to the microwave plasma in this unit at feed rates of 2.1-6.4 kg/hr (4.7-14.1 1b/hr) in
the presence of oxygen. Power densities ranged from 6.5 kW/liter to 10.1 kW/liter.
Degradation efficiency was 99.98% or greater in all cases. Reaction products were
COg, HBr, NO, and vinyl bromide.

In another set of experiments, aniline, toluene and 1,i,1-trichloroethane were
all destroyed with greater than 99.98% efficiency. Carbon tetrachloride was
destroyed with greuter than 99.7% efficiency. These results are presented in Table
27. Reaction products were not reported,
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C. Applicability of Microwave Plasmas to the Degradation of
Explosives Contaminated Sediments

The microwave plasma process has not been used to treat non-volatile
sediments. The feed systems now in use to deliver materials into the repctor are not
applicable to sediment slurries. The design of the microwave reactor also restricts
the applicability of this process. The geometric requirement necessary to contain
and distribute the microwaves places constraints on the size and design of the
reactor. The reactor tube can have an outside diameter no greater than 5 ¢m and
a length no greater than L37 m. An additional problem encountered in the
microwave reactor is the deterioration of the vacuum O-ring seals when exposed to
the heated effluent gases. A new technology for seals will have to be developed
before large volumes of material can be treated by the microwave plasma process.

The current status of the microwave plasma process is uncertain. Hertzler
(1980) at Lockheed, stated that the process was between funding. He estimated that
it would take a year to develop a unit to treat 22.7-45.4 kg/hr (50-100 lb/hr) and
another year to produce a marketable microwave process. Thus, although the
microwave plasma process could potentially be a good technique for degradation of
hazardous chemicals, it does not appear applicable to the current problem of treating
explosives contaminated lagoon sediment.

D. Economics Analysis for Microwave Plasma Degradation of
Explosives in Lagoon Sediments

Bailin et al. (1978) made conservative cost estimates for a microwave plasma
process to treat 45.4 kg/hr (100 lb/hr) of toxic chemicals. Scaling-up these costs to
meet the 1247-1362 kg/hr (2747-3000 1b/hr) for the model lagoon was not feasible due
to the developmental stage of the process. The cost analysis would require a scaling
factor of 30 with many parts of the process to be developed.

E. Advantages and Disadvantages of Microwave Plasma for
Treatment of Explosives Contaminated Sediments

There are several major problems in the use of the microwave plasma process
on explosives contaminated sediments. First, no technigue has been developed to
deliver a 5-10% solid slurry into the reactor. The two systems which can deliver
liquids into the reactor are not applicable to treatment of explosives contaminated
sediment. It is unknown how long it would take to develop a sediment slurry delivery
system.

The second major problem with the microwave plasma prccess is scale-up of
the process. Restrictions on the size of the reactor limit the volume of material
that can be treated. The deterioration problems with vacuum O-ring seals will
increase as the volume of material increases. If, as Hertzler (1980) estimated, it will
take 2 years to develop a marketable 22.7-45.8 kg/hr (50-100 1b/hr) unit, then
development of the process to treat 1247 kg/hr (2750 1b/hr) required by the lagoon
criteria will require a much longer time period.
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The presence of solids and inorganic particles in the sediment will interfere
with the formation of the plasme. This could lead to incomplete treatment of the
explosives. Since explosives have never been submitted to microwave plasma
destruction, the hazards associated with degradation processes, the degradation
products and the reaction rates are unknown. In spite of demonstrated degradation
of toxic liquids, the large number of uncertainties associated with the microwave
plasma process and reactor, as well as those associated with the treatment of
explosives by the method, limit the usefulness of this process for the contaminated
sediment problem. Many years of research and development would be needed to
produce a microwave plasma unit capable of meeting the lagoon decontamination
scenario requirements. Thus, microwave plasma should not be further considered for
this scenario.
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VI. ELECTRON BEAM PROCESSING

A. Process Description

The bombardment of a material with high velocity electrons liberates orbital
electrons in the material with the concurrent production of free radicals, ions or
excited species, These free radicals, ions or excited species can react with other
molecules in the material to form new chemical species. Thus, the overall effect
of the interaction of electron beams with molecules is the breaking of chemical
bonds and the attendant recombinations. Control of the bond breaking/recombination
procass to obtain the desired results depends on the dosc of the electrons, their
penetration in the material, their absorption efficiency and the chemical environ-
ment.

The dose is a measure of the total energy which must be delivered to a unit
mass of the material to cause the desired reaction. Dose is measured in rads (100
ergs/g). The necessary dose varies significantly depending on the desired reaction,
e.g., disinfection of water and sludge requires doses of 0.95 to 0.5 Mrads while doses
of 1 to>15 Mrads are required to crosslink polyethylene (High Voltage Engineering
Corp., 1980). The penetration of the material by the eiectron beam is a function of
the energy of the beam and the thickness of the material. Penetration is usually
expressed as the weight of material treated per unit area. With commercial electron
beam instruments covering the range of 0.3 to 300 MeV energy regions, penetration
can very from <0.1 g/em? to >1.0 g/em? for a single one-sided treatment. The
effective penetration can be more than doubled if a simultanecus double-sided
treatment is used, since the doses obtained from opposing beams are additive.

The electrons must not only penetrate the material but must have sufficient
energy to cause the desired reaction throughout the material. Thus, the absorption
efficiency of a material being irradiated by an electron beam is dependent ~n the
energy of the electrons necessary to cause the desired reaction, the shape of the
electron beam, the geometry of the material and the variation of dose with thickness
of the material. These parameters must be experimentally optimized to provide
consistent results at the lowest energy costs.

High energy electron generation equipment is available from several
companies, however, only one firm has equipment in actual operation for processing
sludge. This unit is in the 850 kV research facility located at Boston's Deer Island
Sewage Facility. The Deer Island Unit was designed by Dr. J.G. Trump at the
Massachusetts Institute of Technology and was constructed by High Voltage
Engineering Corporation. The Electron Beam unit consists of a patented Insulating
Core Transformer (ICT) power supply. The monoenergetic electron beam produced
is scanned at a high frequency (~ 200 Hz) to provide a product beam . This product
beam has a uniform lateral intensity distribution. This unit is shown in Figure 14.
A larger 1500 KV unit is being installed at the Miami, Florida, wastewater treatment
plant (Bryan, 1980).
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The 850 kV Deer Island Electron Beam Facility has a treatment capacity of
100,000 gallons of sludge containing up to 8% solids per day. The layout of this
facility is shown in Figure 15. The scanner head is located in a concrete shielded
vault. The sludge is continuously fed onto a spreader to reduce the sludge to a thin
layer. The thin layer of sludge is irradiated by the scanner at a sweep rate of 400
times per second.

B. Review _and "-aluation of Literature

The mejorii, uf the research work on disinfection of water and sludge with
high energy electrons has been conducted by Dr. Trump at MIT. Trump and
cowo-kers (Massachusetts Institute of Technology, 1977) studied the effects of high
energy electrons on bacteria, fungi and viruses. The microorganisms were suspended
in a 0.087 M phosphate buffer solution. Irradiation was accomplished in thin liquid
layers on Petr! dishes or a rotating cylinder which uniformly distributed the mierobial
sample in a ! mm layer on the walls of the container. The effectiveness of the
radiation treatments was measured using the Djy value. A Djg value is the dose
t{\oeded to reduce the population by n factor of 10. It is calculated by the following
ormula:

Dy = D
logoNj-logloNg

n - Dose in rads
N: - initial number of micrcorganisms
Ng - final number of microorganisms

The ronults from this study are presented In Table 28. They found that the
Mlcrococcus,  Cltrobacter, Klebsiella and Escherichla bacteria were the most
susceptible L« the high-energy electron. The virus particles were generally the most
resistant.

The disinfection effectivenoss of high energy elactrons on microorganisms
and viruses In sludge was also studied by Trump and coworkers (Massachusotts
Inutitute of Technology. 1877). The results of this experiment are presented in Tuble

Once ugsin, the bacteria were found to be the most sansitive to the high-energy
v ‘ronm. with up to olg . log)g reductions st n 40 Krad dose, However, the
Clostridia in sludge was found to be vory resistant, Viruses also were rolatively
rovistant with slightly greater than a ten fold reduction in numbers at a dose of 400
Krad,

Elestron besms have also neen uned to degrade toxle orgruie compounds
(Massach matin lustitute of Technoloy, 1977; 1979, Trump et al., 1979), Thiee
chemionls were ovaluated - monuron (a herdblcide), ana two chlorinated biphenyls
(3.4,2'-triahlorobiphenyl and 4-chlorbiphenyl), The samplas were irradiated In glans
Petrl dizshes with a sample dopth of 8 mm, ‘The results {rom the Irrediation of
monuron are prescntad i Table 30. The monuron wus 98% dograded at o Jose of
30 Kraiw,
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30
25
20
15
10

O N & O oo

Table 30.

Dose

Kilorads
Kilorads
Kilorads
Kilorads
Kilorads
Kilorads
Kilorads
Kilorads
Kilorads
(control)

High Energy Electron Treatment of Monuron in Water
(Massachusetts Institute of Technology, 1877)

Peak Height
Before
Irradiation, mm
163
163
163
163
163
163
163
163
163
163

Peak Height
After
Irradiation, mm

3

7
11
29
4%
82
87
106
141
187

Percent
Degradation
98.0
95.8
93.4
82.8
73.1
62.8
52.1
36.5
15.6
0

7
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The data on the degradation of the chlorinated hiphenyls are presented in
Table 3. 3,4,2'-Trichlorobiphenyl was dissolved in water at concentrations of 70 ppb
(although the paper refers to ppm) and exposed to various high energy electron doses.
At doses of greater than 1 Krad the 3,4,2'-trichlorobiphenyl compound was not
detected by HPLC. Irradiation of 3,4,2'-trichlorobiphenyl was also carried out in
various organic solvents and soap solutions. As can be observed in Table 3l,
increased doses were required to degrade this compound in organic solvents and in
soap solutions. The authors attribute the difference in dosage requirement to
secondary reactions of hydrogen and hydroxyl radicals formed during irradiation of
water. Thus, the dosage required for 50% degradation of 3,4,2'-trichlorobiphenyl in
water is lJess than that required for the same amount of degradation in soap solutions
or non-aqueous solvents. Complete degradation of 4-chlorobiphenyl at 800 ppb in
water required a dose of 10 Krads. The dose is 10 times higher than that required
for complete degradation of 3,4,2'-trichlorbiphenyl. However, the coneentration of
4-chlorobiphenyl was 10 times that of 3,4,2'~trichlorobiphenyl.

Kawakami et al. (1978) studied the effects of high-energy electrons on
decoloratinn of wastewater from a dye process. They found that water soluble dyes
were decolored at low doses, but that disperse dyes required higher doses of
electrons,

C. éggllcatlon of High Ene Electrons to Degradation of
xplosives Tn Lagoon ment

To date, only a few toxic chemicals have been subjected to electron beam
degradation. The degradation products, pathways and mechanisms have not been
fully characterized. However, it is highly probable that products and pethways of
aqueous solutions of toxic chemicals will somewhat approximate those of ultraviolet
photolysis. TNT and RDX are both known to undergo uitraviolet degradation. Thus
although no duts are available, electron beam degradation of these compounds would
also be expeated to occur. The degradation pathway may be very similar to UV-
ozonolysis since ozone Is formed by the {nteraction of the beam and oxygen in the
system. However, the concentration - olectron beam dose relationship is unknown as
Is the effect of sediment and particulate TNT and RDX on the degradation.

The electron beam system anticlpated for on-site treatment of contaminated
lagoon sediment {s showrn schematically in Figure 18, This system would consist of
& dredge, sediment holding tank and a slurry mixing tank to provide a 10% slurry
using water recycled from the elevtron bmam treatment. This equipment was
described in the wet-air oxidation section. The slurry will be pumped from the
mixing tank onto a spreader to form 8 thin fllm (approximately 8 mm) to obtain
optimum beam penetration. This spreader could be of several different designs
depending on the physical characteristics of the sediment and will have to be
evaluated when more information on the sediment is available. The thin layer of
sediment will be passed under the electron beam. It is recommended that a double

Vb
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Table 31. Degradation of 3,4,2'-Trichlorobiphenyl by High-Energy
Electrons (Massachusetts Institute of Technology, 1977)

Dose in kilorads

System Cone. mg/ib 50% def;:adation
Hexane 4.0 1350
Hexanol 4.3 1000
Hexanol + 6% H90 4.1 800
0.5% Na Stearate 0.7 350
0.1% Na Stearate 0.7 250
Water 0.07 <1
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beam approach be used. The rate of passage will have to be determined
experimentally. Several passes may also be necessary for complete degradation.
However, it is expected that the treatment rate of 72,700 liter/day can be easily
met. The resulting sediment slurry will probably contain some low molecular weight
acids (such as nitric acid) or organics. Thus, neutralization and biological
degradation may be required as the final step in the treatment chain.

The electron beam equipment recommended for treatment of the lagoon
sediment is a 1000 KV unit. This unit can be placed on a 12.2 m (40 ft.) heavy duty
trailer for transport. The power supply and control electronies will remain on the
trailer. The scanner head must be mounted in a concrete block radiation shelter. An
underground explosive storage bunker could be used in place of the block shelter and
would eliminate the need for a second truck to transport the blocks. The electronics
truck will be backed up to the shelter and power supply and electronics connected
to the scanner via a cable. Set-up time for the unit is approximately three months.
Delivery time is 18 months. The unit requires cooling water at a maximum
temperature of 70°F. Power requirements are 100 KW. Downtime for the electron
beam equipment is 2-5%.

D. Economic Analysis of Electron Beam Degradation of

Explosives Contaminated Lagoon Sediment

The capital and operating costs for electron beam treatment of explosives
contaminated sediment are presented in Tables 32 and 33. These costs have been
based on the processing of a 10% solid slurry at a rate of 72,700 liters in a 24~hour
day with a 1000 kV unit and a reduction in COD of approximately 95%. This unit
is capable of much higher handling rates (based on sewage sludge) which could cut
costs significantly. However, actual degradation rates (and thus through-put) must
still be determined experimentally. These accelerators are relatively utility efficient
and maintenance free, thus yearly operatiag costs are relatively low.

E. Advantages and Disadvantages of Electron Beam
Processing

Electron beam procassing for destruction of hazardous materials is a
relatively new field. Only limited information is available on the chemical reactions
induced by the beam. For this process to be viable for destruction of explogiv s8 in
sediment, a significant amount of research wiill have to be conducted. Process
unknowns which must be determined include:

the degradation pathway and reaction products,
- the degradation rate,
- the potential for explosion hazards, and

- the effects of the solids in the sediment on the
degradation.

The air emissions will potentially include COg, CO, NOx, ozone, etc. The aqueous
effluent may contain nitric acid and possibly small cerbon compounds. A process
train similar to that used for the wet-air oxidation will follow the electron beam
trrerqtment. There are three important differences in the treatment of the aqueous
ef{luent,
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Table 32.

of Lagoon Sediments

Equipment

Dredge: Porta-Dredge PD-4LS-
1136 siter/min

Holding Tank: 454,200 liter
(120,000 gal) carbon steel with
78 L, side entry turbine mixer

Slurry pump: 1/2 hp

Mixing Tanks: 15,140 liter (4000
gal) coal tar epoxy coated carbon
steel with 20 hp side entry
turbine mixer

Settling Tank: 113,550 liter
(30,000 gal) carbon stee!l

Electron Beam Processing Unit:
1000 KV with cooler, truck
mounted

Pump: 0-40 liter/min for
recycle

Settling Tank

Metering Pump: 0-78 liter/hr
NaOH

Shielding and Ancillary Equipment

Slurry Spreader

Total for Basic Electron Beam Processing

Biolgiigal Treatment with RBC

4

Anoxic RBC: 24,000 ft? media
area each, steel tank

Aerobic RBC: 24,000 ft2 media
area each, steel tank

Clarifler Tank: 15.140 liters
(40C0 gal) coat tar epoxy coated
carbon steel

Sand Filter

TOTAL CAPITAL COST

Capital Costs for Electrori Beam Processing

Total

$ 53,260

132,000

800

21,700

12,300

1.500,000

240

3,300
2,400

300,000
5.000

$2,021,200

$ 172,000

114,000

3,300

$2.345.500

TP W

Reference

Salemink, 1980

Peters and

Timmerhaus P X
1968 -

Peters and

Timmerhaus,
1968

Peters and
Timmerhaus,
1968

Peters and

Timmerhaus, 1968
High Voltage Electron
Corp, 1980b
Galigher Co., .
1980 :
Peters and
Timmerhaus, 1968
Milton Roy
Co., 1978

High Voltage Electron 'f,
Corp.. 1980a

Gerhardt, 1980
Gerhardt, 1880

Peters and Timmerhaus,
1968




Table 33. Yearly Costs for Electron Beam Processing

Installation (5% of capital) $ 117,275
Electricity and Cooling Water ($7.00/hr of operation x
7200 hrs)* + RBC ($.5/hr x 8448) 54,624
Labor (3 operators @ $45,000/man year 135,000
1 supervisor @ $75,000/man year 75,000
Maintenance ($2/operational hour* + ($.25/operational hour
for RBC) 16,512
NaOH and other chemicals (est) 15,000
TOTAL YEARLY COST $ 413,411

*High Voltage Electron Corp., 1980a; Gerhardt, 1980
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D The sediment will have to be removed from the recycled water. This
step will be accomplished in a 113,550 liter (30,000 gal) settling tank.

2) Based on UV-ozonolysis work, it is expected that electron beam
degradation will occur most rapidly in basic solution thus, the addition of hase to a
pH of 9-10 will be required. This addition of base will be accomplished in the mixing
tank. The effluent to the RBCs will probably be in the 7-8 range and not require
acid or base treatment.

3) Air emissions control may be necessary to treat NOyx, CO and ozone,
however, no selection of such a device can be made on the limited data available.

The sediment from the electron beam treatment will be sterile, therefore, it
should be mixed with normal soil before disposal to prevent infestation of disease
carrying organisms. If significant air emissions occur, the addition of costs for
treatment of the air or a cost trade off with the aqueous effluent treatment will
have to be made.

The drawbacks of electron beam processing for degradation of explosives and
the hazardous chemicals are based on the insufficient data base in this area. In
contrast, the equipment itself is highly developed, reliable, and relatively energy and
water efficient. Radiation risks are minimal if proper shielding is provided and
radiation is non-existant when the power is turned off. Another advantage of this
system in treating sediments is the non-existence of particulate and metal air
emissions. Thus, only CO, ozone, NOy and possibly SOx will have to be treated.

In summary, electron beam processing offers a potential cost effective
method for decontamination for the future. The equipment is highly developed.
However, significant amounts of research are necessary to improve the data base on
degradation of hazardous materials by this method.

F. Laboratory and Pilot Scale Demonstrations for Electron Beam
Treatment of Explosives Containing Lagoon Sediment

Laboratory scale demonstrations of electron beam processing for degradation
of explosives contaminated sediment will require consideration of two objectives.
The first objective is to establish the safety of electron beam interaction with
explosives. The second is to optimize beam conditions and degradation rates. The
following experimental methodology is proposed to meet these objectives.

The initial run should be carried out with a 200 mg/l aqueous explosive
mixture. This mixture is slightly above the solubility limits and should give an early
indication of any safety problems. This experiment should be run under several beam
conditions. The entire solution from each exposure should be extracted and analyzed
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for COD, NO3~ and the explosives. This procedure will result in the optimization of
beam conditions and will yield percentage degradation under the conditions as well
as the expected products. Depending on the results of these tests, higher
concentrations of (approximately 10%" explosives in an aqueous slurry should b2 run
and optimized. If the results of these tasks are good, sediment should be added and
the conditions reoptimized.

Costs for the laboratory experiments would be $500/hr and would require 20-
30 hours of machine time ($10,000-$15,000) (High Voltage Corp., 1980). Analytical
back-up would require an additional $10,000, for a total of $20,00-$25,000.

Pilot-scale tests should be relatively simple. All the beam parameters will be
known from the laboratory tests since all the tests will be performed on the 1000 KV
machine. These pilot runs will demonstrate through-put and operational char-
acteristics. The pilot runs are estimated to cost $700-$1000. Analytical back-up will
cost approximately $5000 for a total of $5700-$6000.
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VI. GAMMA IRRADIATION

A. Process Description

Gamma radiation is produced during the decay of selected radioactive
isotopes. The two isotopes most often used in controlled irradiation with gamma
radiation are Cesium-137 and Cobalt-60. Cesium-l137 has a half life of 30 years and
emits a 0.66 MeV gamma ray. Cobalt-60 has a half life of five years and emits two
gamma rays with an average energy of 1.2 MeV.

Gamma irradiation differs from high-energy electrons in two ways. First,
gamma rays are very penetrating. A 64 cm (25 inches) thick layer of water is needed
to absorb 90 percent of the rays from a Cobalt-60 source while electrons from a I-
MeV accelerator can only penetrate 1 em of water. Second, gamma rays are
continuously emitted thus, the exposure can only be varied with time.

B. Review and Evaluation of Literature

L. Treatment of Sludge with Gamma Irradiation

Two types of sludge disinfection processes, liquid and dry sludge, are
currently being evaluated. The liquid sludge facility is located in West Germany and
was designed to treat 152,000 liters (40,000 gallons) per day. However, the initial
Cobalt-60 source can only treat 30,800 liters (8,000 gallons) per day (EPA, 1979}). The
sludge is exposed to the radiation in batches by pumping it into the source cavity as
shown in Figure 17. The effectiveness of the process was measured by the reduction
in bacterial levels in the sludge. At a dose of 260 Krads for 210 minutes, total
bacteria levels were reduced by two to four logs. Bacteria enclosed in plastic
capsules were also irradiated. Nine E. coli strains were exposed to a dose of 260
Krads. Three strains were inactivated, four strains were reduced by six to eight logs,
and two strains were relatively resistant and were reduced by five to six logs.
Salmonella and Klebsiella strains were also exposed to radiation of 260 Krads. The
Salmonella populations were reduced by four to seven logs and the Klebsiella
populations were reduced by six to eight logs (EPA, 1979).

A facility to treat dry sludge has recently been completed by Sandia
Laboratories in New Mexico, The facility can treat eight tons of dry sludge per day
and uses a one million curie, Cesium-137 source. A diagram of the facility is
presented in Figure 18. Morris et al. (1979) estimated Djg values for bacteria in dried
sludge exposed to gamma cays. The results of the study were variable due, perhaps
to the variation in the moisture content of the sludge. Morris et al. {1979) also
examined the reduction and embryonation of Ascaris ova when exposed to gamma
rays. They found that a dose of 150 Krads reduced the embryonation by greater than
99.9 percent. This group also studied the inaetivation of polio virus by gamma
irradiation. The results of this study are presented in Figure 9. As can be observed
from the figure, relatively high doses were required for inactivation of this virus,
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Brandon (1979) compared bacteria Djg values in three types of sludge-
digested, composted and dried. The results of this study are presented in Table 34.
He found that the dosage requirement for a 90% reduction in bacterial populations
was higher in the dried sludge. towever, bacterial populations are initally lower in
dried sludge versus digested sludge.

The reduetion in COD levels in wastewater exposed to gamma radiation
was examined by Condron and Etzel (1967). They irradiated the wastewater under
three different conditions, non-aerated, aerated/mixed and aerated/settled. The
results of the experiment are presented in Figure 20. At an exposure of 1 Mrads, only
20-30% of the COD in the non-aerated sample was removed. The aerated and mixed
wastewater had COD destruction levels of about 70% and over 80% COD removal
was observed in the aerated and settled wastewater.

2. Application of Gamma Irradiation to Destruction of Hazardous
Chemicals

Treatment of PCBs by irradiation with & gamma source has yielded
mixed results. PCBs in a 15% ethanol/85% water mixture were irradiated at doses
up to 15 megarads (Kroft et al., 1975). A maximum of 20% destruction of the PCBs
was found. In contract, PCBs dissolved in an alkaline/2-propanol solution at a dose
of 500 rads were dechlorinated (Sawai et al.,, 1974). The same type of solvent
dependence of PCB destruction with ultraviolet light has been noted in our
laboratories. Thus, there is a preliminary indication that chemical degradation
induced by irradiation with gamma proceeds by mechanisms similar to ultraviolet
light induced degradation.

Pink water has also been exposed to gamma radiation using a Cobalt-
60 source (Helms, 1980). The TNT levels in the pink water were reduced from 89
mg/liter to 2 ug/liter (no irradiation time given). The pink color disappeared during
the irradiation and did not return. However, no analysis was performed on the
effluent.

C. Applicability of Gamma Irradiation to Decontamination
of Explosives Containing Sediment

A gamma irradiation facility to degrade explosives in contaminated lagoon
sediment will contain the following processes:

- dredge to remove the sediment from the lagoon

- holding tank for the sediment slurry and a mixer to main-
tain it in suspension

- underground batch gamma radiation unit with recirculation
and aeration capabilities

- air pollution control devices

- biological post treatment, if necessary




) e R A A L L L st omert B - oo
4 F ¥ R - " t Ay L

[=3
=]
- - 002-001 8119108y [B10],
06¢-¢l1 0S1-021 0£-02 SWJIojljo))
- - . 0VE-0AN D14330DQO2KW
9¢-02 0SI-0Zl osi-oot 1000001d3415 10024
08-€ o€ 0£-52 spjjaUOW DS !
- - i snajodd m
- - ot souowopnasd . m
(spPl1os %06) (sP10S %0%) (SPNOS %01-2) snuan u
pauqg paisoduwio) pai1sadiq {
(6161 ‘uopuslg) (SPBJO[1Y) SI3pNIS Ul BLIIIDBY JOJ SANIBA 0lg ‘bg 21qeL . .m
]
B

-, .- -~ PO —— —— -

P ‘ -.l..- o N : ) ._-.... e - ) O ) N . o , B ;
M atinn.n N o, o IS s A e £ M AT o e il " i bt e A SR S S S B OB Sl i ). 0l an D ararkite e ¥ am




a5

40

© 54.4 mg/l COD waste (non-aerated)
] 55.2 mg/l COD waste (aerated, mixed) 3
I\ $5.2 mg/l COD waste (aerated, settled)

e ohy

PTG R
N L T

30 !
<
-%] i
S i
<25 %
o i
> K
2 ']
g i
= F
& 20 3
8 |
© !

|

15 i

|

10 i

¥
i
5 !
|
;
/\/ ! l L | _
io-it 10-10 5 x 1071 100 j
Exposure Dose, Megarads {
Figure 20. Effect of Air Diffusion During Irradiation of a 50 mg/l COD q
Synthetic Wastewater (Condron and Etzel, 1967) ;;
i
!
11
Iy
. I
101
o =Ty Fo T O R T T T A N L T T T T L R L TR T TR O ST TN S T RS B LT TR RTINS




™
|
|
;

* had ;"-:"‘"vv,'vvv‘-w_g,rlvmv Yy

Lnliadatad. 00 aacti. o

——————y
s Ml L oL,

R

s

R Doy

e Y g T

> m——— .

A

L,A;, [ O _— . e : A ihandindidntentsation

The removal of the sediment from the lagoon will use the same equipment
and procedures described for wet-air oxidation. The sediment in the mixing tank
should be directly usable by this system, thus there will be no need for dilution.
Based on the little information available on destruction of hazardous chemicals by
gamma radiation, it appears that effective degradation requires conditions similar to
ultraviolet degradation. Therefore, it is anticipated that optimum reaction
conditions will be obtained at a pH of approximately 10. Thus, addition of sodium
hydroxide to the holding tank to raise the pH will be necessary.

The 50% solids sediment slurry will be yg.avity fed into the underground
gamma radiation unit, This unit will be buried or placed in an explosives bunker to
provide adequate shielding. The unit will preferably operate in a batch mode similar
to the West German facility. Constant recirculation of the material in the reactor
will be necessary to prevent the solids from settling. Aeration of the material during
the recirculation will help the degradation rate.

Air emissions will contain NOyx, CO9, CO and possibly SOx. No particulate
air emissions are anticipated. The liquid effluent should be free of COD and
explosives if sufficient residence time is allowed in the reactor. Since only 17,900
liters/day must be treated, the holding times in a 4400 liter reactor could be as long
as six hours. If short holding times are used, a biological post treatment may be
necessary. As with the other treatment systems, the sediment will be sterile and
should be mixed with soil before disposal.

D. Economic Analysis of Gamma Irradiation for Treatment of
Explosives Contaminated Sediment

The costs for a gamma irradiation liquid sludge facility to treat 113,562 liter
(30,000 gal) of sewage sludge per day were given by EPA (1979). This liquid facility
includes the following components:

- insulated concrete building with 7.6 m (25-foot) ceiling

- equalization sludge storage tank

- emergency water dump tank (for source shielding water)

- irradiating capsules (radiation source)

- steel-lined source handling pool

~ deionizer

- data acquisition and control system

- oxygen injection facility

- pumps, piping and flow meters

102

S b a

AEPEIPRRN (TP

A st a i nal ek A 0 POl e 1 s . & ik ¢ ¢ it AR s~ o

—

-




e

ek

e it

- radiation alarm
- fire suppression system

The capital and operating costs for this facility, escalated to 1980 dollars, are
presented in Tables 35 and 36.

E. Advantages and Disadvantages of Gamma Irradiation for Treatment
of Contaminated Lagoon Sediment

Gamma irradiation offers what appears to be a relatively low cost method of
decontamination of explosives in lagoon sediment. Degradation of explosives by this
method has been shown to be effective, however, there are many unknowns
associated with this process for treating high concentrations of explosives. Research
will have to be conducted to determine the following parameters:

- safety factors associated with exposure of high concen-
trations of explosives to gamma radiation

- optimum conditions for degradation
- degradation rates

It appears that explosive-degradation by gamma irradiation and electron beam
processing in ¢ presence of air and ultraviolet ozonolysis (to be discussed in a later
section) all proceed via similar degradation prthways. The gamma irradiation has the
advantage in this situation in that it is not significantly hindered by the presence of
sediment or explosive crystals. This penetration ability is also a disadvantage due
to the high shielding requirements. Unlike electron-beam and ultraviolet, gamma
radiation can not be turned off with a flick of a switch.

The major disadvantage associated with the use gamma irradiation is negative publi »
opinion. This problem will be present at the site and could be of particula.
importance during transport of the source.

F. Laboratory and Pilot-Scale Tests with Gamma Irradiation

The laboratory evaluation of gamma irradiation of the explosive con-
taminated sediment will be conducted at Sandia Leboratories in Albuquerque, New
Meaico. The levels of explosives in the sediment will be determined before and after
treatment at Atlantic Research Corporation. TNT, RDX, DNT and tetryl levels will
be determined.
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5;! Table 35. Capital Costs for Gamma Irradiation Facility .
2 ,
'*
|
3 . : t
;( ! Quantity Equipment Total Reference §
. . 1
b 1 Dredge: Porta-Dredge PD-4LS- § 53,260 Salemink, 1980 .
3y 136 liter/min {
o 1 Gamma Irradiation Facility $798,840 EPA, 1979
;; COSTS FOR GAMMA IRRADIATION _ y
g $852,100 f
: Biological Treatment with RBC !
1
: i
4 Anoxic RBC: 24,000 ft2 media 172,000 Gerhardt, 1980 1
area each, steel tank o
£ I
_ 3 Aerobic RBC: 24,000 ft2 114,000 Gerhardt, 1980
f media area each, steel tank
1 Clarifier tank: 15,140 liter 3,300 Peters and Timmerhaus, -
(4000 gal) coal tar epoxy 1968 i
coated carbon steel
1 Sand Filter 28,000
- $317,300 y
N TOTAL CAPITAL COSTS $1,169,400
i ¢
! :
E ) ¥
[
!
)
f
b
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; Table 36. Yearly Costs for Gamma Irradiation Facility

Electricity (100,000 KWH/yr @ $0.07/KWH) * $ 17,000 4

l Maintenance (3% of capital) 35,082 ?

' i' Labor (3 technicians @ $45,000/man year 135,000 i

: ; 1 supervisor @ $75,000/may year 75,000 i

o Installation (5% of capital) 58,470 ¥

& TOTAL YEARLY COSTS $310,552 ‘3

*EPA, 1979
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The sediment will be exposed to gamma irradiation as a 10-15% slurry in 100
ml plastic bottles. The samples will be subjected to a variety of process conditions.
The parameters which will be varied are the radiation dose, the percent solids in the
slurry and aeration of the slurry. The effects of these variables on explosives
degradation will be evaluated, and this information will be used to generate revised
cost estimates. Total costs for the laboratory scale evaluation, including both
sample irradiation and analysis, are estimated at $7500.
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VIII. ULTRAVIOLET-OXIDATION

A. Process Desecription

Photochemistry has long been utilized as a cool method for initiating
synthetic chemical reactions such as chlorination, polymerization, ete. In the last
decade, the ability of photochemistry to initiate degradation reactions to destroy
environmentally hazardous materials has been recognized. Several researchers have
evaluated photochemical degradative techniques for this purpose. Usually shortwave
ultraviolet light (2537 3 is used to initiate the desired reaction and the conditions are
optimized to favor the desired product(s). Other agents which have a synergistic
effect with the ultraviolet light may be added to the reactant media to increase the
degradation rate. Several oxidizing agents have been investigated for this purpose
ineluding ozone, Oxone and hydrogen peroxide.

Essentially the photocheinical reaction is initiated by the absorption of
ultraviolet light to promote a ground state electron in the molecule to a higher
energy "excited" state., The energy in this excited state can be dissipated in several
cempeting pathways - 1) internal conversion to the ground state, 2) fluorescence, 3)
intersystern crossing to a triple excited state, 4) phosphorescence or 5) chemical
reaction (i.e., dissociation, rearrangement, ete.) To minimize the non-desired
products, the conditions of the reaction medium must be optimized to favor the
desired chemical reaction. Since the excited states ere normally highly reactive,
optimization can be accomplished by providing a suitable oxidizing, reducing,
polymerization reagent, ete., in the medium.

There are several conditions which mist be met to meximize photochemical
degradation:

- The chemical to be degraded must absorb the incident light.
Thus, the absorption spectrum of the ecompound should normally
overlap with the emission spectrum of the lamp. There are
ways to get around this requirement, (such as employing &n
energy transfer agent); however, the photochemical efficiency
is greatly reduced.

- If possible, it is normally more efficient to irradiate the
hazardous material with a wavelength of light that corresponds
in energy with the particular excited state at which the
photochemieal reaction occurs.

- The light must reach the hazardous molecule in solution before
it can be absorbed. As the ultraviolet light passes through the
solution, it is attenuated by absorption and scattering processes.
This requirement places restrictions on the pathlength (distance
between the lamps) to that distance the light can penetrate.
Thus a short pathlength must be used and the solvent should be
relatively optically clear at the irradiation wavelength. Alter-
natively, turbulent flow can be employed to ensure that all
of the hazardous material comes within the pathlength of the
ultraviolet light.
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- If a reactant is employed, it must come into contact with the
photochemically excited molecule. Therefore, the reactant
must be well dispersed throughout the solution.

If the above conditions are met, the photochemical reaction will occur. The
next problem then becomes one of optimizing the reactor conditons, e¢.g. pH, lamp
spacing, flowpath of liquid, concentrations of hazardous chemical and reactant,
residence time, temperatvre, ete. These parameters will normally be different for
different chemical/solvent systems, however, optimization can be accomplished
rapidly by extrapolating from results of similar hazardous material/solvent systems.

Several reactor systems have been designed for UV photochemical degrad-
ation. These systems are shown in Figures 2]-24. The reactors shown in Figures 2]
and 22 are ultraviolet-ozonolysis systems. Both of these units employ long
pathlengths and rely on stirring action (from ozone bubbling or mechanical stirrer) to
provide contact of the hazardous material with the light. The ULTROX P80l pilot
plant (Figure 21) is manufactured by Westgate Research Corporation. The 316
stainless steel reactor has a capacity of 2555 liters (675 gal). The liquid to be
treated is pumped at a rate of 1.9-37.9 liters/min (0.5-10 gal/min) through a series
of six stages. Each stage has twenty-four 65 watt shortwave (low pressure) mercury
lamps which emit ultraviolet light (= 95% at 25373). Spacing between lamps is
approximately 7.5 cm (3 in) center-to-center and approximately 7.5 em (3 in) lamp
center to wall. Each lamp is jacketed with a quartz or Vicor sleeve for protection.
Ozone is produced by a PCI Ozone Corporation Model G-14 ozone generator. This
unit is capable of producing 18 kg/day of ozone at a 2% concentration using oxygen
feed. The ozone is fed into the reaction solution via six spargers, one located along
the bottom of each chamber. The gases are collected at the tops of the chambers
and routed through a heated exhaust tube to decompose any residual ozone (Zeff,
1980; Westgate Research Corporation, 1979).

The second ultraviolet ozonolysis system was made by Houston Research, Ine.
(now presumably defunct). This system utilizes the tank arrangement shown in
Figure 22. The ultraviolet lights are placed in quartz wells which are equally spaced
in the tank. Low, medium or high pressure lamps can be used to provide different
irradiation spectra. Contact of the hazardous material with the light is accomplished
by stirring the solution with a mechanical stirrer. The ozone is fed into the solution
through spargers located in the bottom of the tank (Garrisonet al.,1975; Schneider
et al., 1979).

The Navy has a pilot reactor very similar in design to Westgate's Ultrox unit
except that a liquid oxidant is used in place of ozone. This reactor, shown in Figure
23, is a 1325 liter (350 gal) 316 stainless steel tank with 908 liters (240 gal) of the
liquid exposed to the light at any one time (Andrews, 1980). The reactor contains
eight chambers, each housing fourteen 163 ~m (64 in), 65 watt low pressure mercury
lamps (2537A). Each lamp is surrounded by a quartz jacket. The lamps are placed
at 7.6 cm (3 in) centers with 3.2 em (1 1/4 in) from the lamp center to the wall of
the chamber. Maximum liquid film depth for this reactor is 2.5 em (1 in) which is
slightly less than that used by Westgate. The liquid oxidant is mixed with the
hazardous chemical in the influent line.
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The fourth reactor design available is that produced commercially by Pure
Water Systems, Inc. This reactor, shown in Figure 24, differs from the reactors
previously described in that it employs very short liquid film depth. The commercial
scale unit, SE-15B, is a 1.05 m (42 in) x .05 m (42 in) x 1.52m (60 in) 304 stainless
steel reactor. It has 676 quartz jacketed 152 em (60 in)low pressure ultraviolet lamps.
Distance between the quartz jackets is ~1 em yielding an average film depth of 0.5
em. Hydraulically, the unit can handle a liquid flow rate of 56.8 million liters/day
(15.0 MGD). The unit is equipped with an automatic wiper system which periodically
wipes any deposits from the quartz tubes. Theoretically, this unit can be modified
to handle liquid oxidants or ozone.

B. Literature Review and Evaluation

L Ultraviolet- Oxidation Systems for Treatment of Wastewaters

Many of the early ultraviolet-oxidationstudies were aimed at steriliz-
ation of water. Zeff et al.1974;1975) investigated the effects of ultraviolet light, and
a combination of ultraviolet light and ozone on the survival of bacteria in water.
They found that the combination of UV and ozone was more effective in destroying
Escherichia coli, Streptcoccus faecalis, Klebsiella psuemoniae and Acanthamceba
castellanii than either UV or ozone alone. Effective disinfection was obtained with
an ozone concentration of 0.3 mg/l in the presence of ultraviolet light and a contact
time of two minutes. Ozone concentrations of 0.5 to 1.5 mg/l were necessary for
disinfection in the absence of the light. An increase in temperature to 40°C did
not significantly improve the disinfection effectiveness.

Ultraviolet disinfection of the effluent from an activated sludge sewage
treatment was demonstrated by Wren (1979)using a Pure Water Systems Model SE-8B
reactor. This reactor measures 76.2 ecm (30 cm) x 76.2 .cm (30 in) x 152.4 cm (60
in) and contains 400 quartz jacketed 85 watt low pressure ultraviolet lamps. The
liquid film thickness was ~0.5 e¢m (0.2 in). A pos-a-wipe cleaning system was used
to remove deposits from the quartz jackets. Fecal coliforms in the influent and
effluent from the reactor were measured. These data are presented in Table 37
Disinfection effectiveness was 99.8% at flow rates of 27.7-28.4 million liters per day
(7.3-7.5 MGD).

Early work on the synergistic effects of ultraviolet light and ozone on the
destruction of cyanides in water was performed by Houston Research, Ine.
(Garrison et al., 1973 Mauk et al., 1976; Garrison et al., 1975). The apparatus used for
these studies is shown in Figure 22. The initial studies were an evaluation of the
ozonation of cyanides. In these studies, iron cyanides were found to be very resistant
to ozonolysis. However, upon heating the iron cyanide solution and/or irradiating it
with ultraviolet light (25378), the destruction of iron cyanides was accomplished. A
comparison of the effects of heat, light and ozone concentration on the degradation
of photobleach containing iron cyanide is shown in Figure 25. The most rapid
degradation was obtained with high temperatures (66°C, 1500F), 16 watts of
ultraviolet light and 5% ozone. The authors stress caution in design of a reactor for
destruction of cyanides. The heat and/or the ultraviolet light should only be used
when necessary since both heat and ultraviolet light accelerate the rate of ozone
decomposition.
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] INFLUENT EFFLUENT INFLUENT S/S mg/l

gﬁ 6.0 MGD FLOW RATE )
T3 !
2 99,000 28 17 E
i 147,000 67 9 ;
8 298,000 53 7 |
b 190,000 17 25 |
b 100,000 11 17 :
v 93,000 4 24
136,000 1l 10
[ 57,000 13 15

6.5 MGD FLOW RATE
- 239,000 79 6
- 307,000 36 7
. 22,000 40 3
7.0 MGD FLOW RATE
5 76,500 17 7
. 560,000 90 | 18
- 25,000 14 8
7.5 MGD FLOW RATE )
: 155,000 6 20
A 46,000 28 15
‘. 11,000 26 10

| 15,000 13 9

1 48,000 35 17
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The UV-ozonolysis of "refractory" organic compounds was investigated by
Hewes et al.(1974). For the study, they used a single stage reactor similar to that
shown in Figure 22. Their reactor was 27.5 em (10 13/16 in) tall, 22.9 (9 in) in
diameter with a volume of 9.92 liters (2.62 gal). A 15 watt low pressure mercury lamp
was 2/3 immersed in the solution to give a useful ultraviolet dosage of 0.44
watts/liter. This number was calculated on the following basis - 2/3 of the light
reached the solution, 60% electric conversion efficiency, 74% jacket transmission
efficiency and 9.92 liters of liquid.

2/3(15watts) x 0.60 x 0.74 _ 0.44 watts/liter
9.92 liters

The lamp efficiency (0.60 x 0.74 x 100% = 44%) is high. Normal efficiency for these
lamps is approxmately 35% at 2537A. Using these numbers, the input into the
solution would be 0.35 watts/liter. Ozone concentration and flow rates were varied
throughout the tests. The "refractory" compounds chosen for this study were glycine
(an amino acid, NHoCH9COOH), acetic acid, ethanol and glycerol (CHoOHCH-
OHCHjyOH).

Oxidation of 106 mg/l of acetic acid without UV was not accomplished after
10 hours of ozonation at a flow of 45.6 mg/l min. The addition of ultraviolet light
resulted in complete oxidation in approximately four hours. An increase in
temperature from 30°C to 50°C improved the oxidation rate. The general effects
of UV and temperature on the ozonation of the other compounds were similar to that
observed with acetic acid. However, the degree to which UV and temperature
increased the degradation rate varied with the compound tested. Theo results of these
experiments are summarized in Table 38.

The results of UV ozonolysis on these compounds were compared to those
obtained on the same concentrations of these chemicals by Westgate (Zeff et al.,
1975). Westgate used a 15.2 e¢m (6 in) diameter, 91.4 em (36 in) high reactor with &
liquid volume of 12 liters. One 43 watt 25378 UV lamp was completely submerged
in the reactor. Effective output wattage was calculated to be 15 watts (assuming
35% efficiency). In comparison of the reactant conditons, Zeff et al., (1975) state
the following differences in operating variables.

Houston Westgate
O3 mass flow 4.5 mg O3/min 3.95 mg O3/min
vol of HoO liter H9O liter HoO
UV Power LS watts 3.98 watts
VoI of H70 iter H0 liter H9O
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After examination of the data in both reports and calculation of actual UV input into
the system, the following variables were obtained

Houston Westgate
O3 mass flow 4.5 mg O3/min 6.04 mg O3/min
vol of HoO liter HoO liter H9O
UV power 0.35 watts 1.25 watts
vol Ho0O liter H9O liter HoO

The results of the UV-ozonolysis of acetic acid, ethanol and glycerol by
Houston and Westgate (Zeff et al., 1975) are presented in Figures 26-28. A
comparison of the results obtained in the two geometry reactors lead to some
interesting observations. For example, in Figure 27, Houston observed degradation
(up to 40%) of ethanol with ozone alone while Westgate did not (compare lines 7 and
8). Thus, high mass flow of ozone was not effective, however, stirring probably
broke up the bubbles and improved mass transfer. Comparison of the room
temperature reactions (lines 2, 3, 5 and 6 in Figure 77) yielded interesting information
or: the stirring effects. Houston's (Figure 27) reaction rate (line 2) was slightly
better than Westgate's (line 6) at approximately the same optimum placement of the
stirrer in Houston's system. At higher ozone mass flow rates, stirring in Westgate's
reactor was obtained by the large volume of gas flowing through the reactor (line 4).
The turbulence was so great that mechanical mixing did not improve the degradation
rate (compare lines 3 and 5). The turbulence caused by the higher gas volume and
greater ozone mass flow resulted in an increase in the degradation rate over that of
Houston's system. Increase in temperature in Westgate's system did not increase
reaction rate (compare line 4 with line 5), probably due to the wide temperature
ranges over which the reactor was run. In coneclusion, the data appeared to refute
Westgate's observations that stirring and increased temperature have little effect on
the degradation rate. In essence, Westgate provided the stirring by a huge gas flow
through the system at the cost of ozone and oxygen expenditures. Temperature
effects on the reaction rate were controlled by the reaction mechanism. These
effects varied from compound to compound and under different experimental
conditions. Thus, temperature effects must be determined on an individual basis.

Schneider et al. (1979) compared Houston Research’'s and Westgate's data on
ultraviolet ozonolysis of glycerol. They used a reactor very similar in design to
Houston Research's reactor except that three medi.im pressure mercury lamps were
used (550, 700 and 1200 total watts) and the reactor was larger (total volume ~ 67.3
liters). The ozone feed rate was varied from 33-~328 mg/min or an ozone mass flow
of 0.49-4.87 mg/min/liter of HoO. UV dosages were varied from L4l to 8.3]
watts/liter. Their results are shown in Figure 29 along with those from Houston and
Westgate. They found that both ozone feed rate and UV dosage controlled the rate
of the reaction, however, at an ozone feed rate of 328 mg/min (4.87 mg/min/liter
of HoO) and a UV dosage of 8.31 watts/liter, the degradation reaction became mass
transfer limited. The differencesbetween the results of Schneider et al. (1979) and
of Hewes et al.. (1974) are due to the high input UV dosage and the broader spectrum
of UV light used by Schneider et al. (1979).
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Schneider et al. (1979) also studied the ability of UV-ozonolysis to remove
organic contaminants from bilge water. They found that the TOC could be reduced
by this method. Those organics with high vapor pressures were stripped from the
solution during the ozonolysis.

Westgate (Zeff, 1978) investigated the UV-ozonolysis of kepone in sediment.
This system was run with a sediment concentration of 20% by volume. The
analytical results (performed by Battelle Northwest) are presented in Table 39. The
supernatant showed 21-29% degradation with monohydrokepone as the degradation
product. The sediment showed what appeared to be 81% destruction of kepone after
2 hours. Westgate concluded that the kepone on the sediment was dissolving as the
kepone in the supernatant was destroyed. This assumption is quite logical and we
have observed the same phenomenon in our laboratories. However, the sediment data
appears somewhat suspicious for the following reasons: 1) the second extraction of
the feed sample is way out of line, 2) the formation of monohydrokeponre {a known
photolytic degradation product of kepone) does not increase in concentration, and 3)
no other degradation products are mentioned (several lower chlorinated "kepones"
should have shown up in the GC traces). The apparent discrepancies could be due
to the pH of the solutions during the UV-ozonolysis and analysis since the solubiljty
of kepone in aqueous and organic solutions is highly pH dependent.

Leitis (1979; Leitis et al., 1979) studied the oxidation of mononitrobenzene
and monochlorobenzenes by ozone, UV-ozone and Fenton's Reagent. A 7.5 em (3 in)
diameter x 76 em (30 in) high reactor was used in these tests. A short wave 40 watt
(138 watts out) UV lamp was employed with an ozone mass flow rate of 0.055 mmoles
Oj/liter soln/min. The initial degradation rates were first order with respect to the
substituted benzene when the oxidizing agent was present in excess. No differences
in the inital rates were observed for ozone and UV-ozone, indicating that UV does not
play an important role in the initial degradation reaction. The degradation of
nitrobenzene in the presence of ozone or UV-ozone proceeds via formation of o, m
and p-nitrophenois. Nitroresorcinols are then formed, after which oxidation proceeds
until stable intermediates such as oxali¢c acid, formic acid and glyoxal are formed.
In contrast to the initial degradation rates, the presence of UV enhances the
complete oxidation of these intermediates.

One of the major objectives of Leitis' (1979) study was to determine the
nature of the oxygenating species in UV-ozonolysis. For this study, he compared the
formation of the o, m and p-nitrophenols from 0.8 mM nitrobenzene in water using
ozone, UV-ozone and Fenton's Reagents. It is generally believed that Fenton's
Reagent oxidizes via the hydroxyl radical and results in electophilic substitution of
the benzene ring. The data showed the following ratios of o:m:p isomers after 2
minute reactions time under the various conditions:

0 m P
UV-ozone 1.0 3.2+0.2 7.0+0.2
Ozone 1.0 2.540.2 6.9+0.2
Fenton's Reagent 1.0 0.67+0.1 0.87+0.1 °
NaOCl/H20, 1.0 1.0+0.1 0.77+0.1

e ———_—_——— o -




-l

bR
ue
”e
1I5°C
Tl

aodey  ~  auodavoipiouo

T Liad e s , .
a1 06°9r
s (L ]
el (23 ]
8°re ([ &}
o'e Hetl
pakodi wioday %
o9 - X 3¢ 20°0 st'o 8t’o
8L - 89's - e "wo
097 i L4 == " woe
Lty - o8N - 15°92 "l
89°Sp (4 rhs (£2] €0IC 118 ]

suodoy” Tanadivoiplijouon  swrley T Siodanopkyonom o)

vorpunxdww . .,...w......w,,..u..u..m\%..rm-& -

(8261 ‘1J32Z)

.sajdueg 2183)s9M JO sasAtruy auoday

[ 3 43
st
"ot
19°8C
€9°56

ol
(£
(X3l
61
(129

urg QX —  Juani))3y
mw 9§ - Wy
w9y —  (wamyyy
e gt —  uInyy sy

P24 —Aey Koy

o
"
8
e
[2 %4

T adinoplyolon “auoday  swodeyompkyouop  auodaN

St pg T Cwoyleirgdy Do /34 Kb Sieides T T T ey
1]

‘8¢ 3IavL

L]
wl
650
50
ave

wme gz1--1uang )y
W 0f-- 1) )Y

gy — Juany )3
wa ac-- 1))
P2 Awy Kapreq)

Freprn o

ey Y3 pye—e =




Thus with UV-ozone and ozone, the para position is respectively, 14 and 13.4
times more reactive than the ortho position {(number of available positions taken into
account). With Fenton's Reagent, the para position is only 1.3 times more reactive
than the ortho position. Singlet oxygen generated from NaOCl + H9O9 shows a para
to ortho reactivity of 1.54. From these data and the rate constants for anisole and
benzoic acid, the author concluded that the mechanism of oxidation of these
compounds by ozone or UV-ozone is probably not due to the hydroxyl radical but to
ozone itself.

Creeden (1979) investigated ultraviolet/peroxide oxidation of several organic
compqunds using & bench scale thin film reactor with & low pressure mercury lamp
(2537A). No lamp wattage or film thickness was given. Presumablv film thickness
was approximatey 0.64 cm (1/4 in) since most of Pure Water's reactors are in this
range. The amounts of hydrogen peroxide added to the solutions were chosen based
on a cost of $0.06/liter ($0.4/gal) (up to 16,000 the theoretical stochiometric value)
except for phenol which required higher HqO9 concentrations. Dwell time in the
reactor was five minutes. Analyses were performed by GC-EC for substituted
phenols and GC-FID for phenol. These analyses were performed by Princeton Testing
Laboratory. The results of these tests are presented in Table 40. Degradation
efficiency appears to be v2ry good in a short residence time. However, no mention
was made of degradation products or TOC conecentrations.

2. Ultraviolet Oxidation Systems for Treatment of Explosives

For ultraviolet light to be effective in UV-ozonolysis, the compound
being degraded must absorb the incident light. The absorption spectra of TNT in
cyclohexane shows a shoulder at 3150 A with a molar absorptivity coefficient of 650
liters/mole-em. This excitation probably is an n——7* transition. The major
transition oceurs at 22454 with an €= 23,000 liters/mole cm (Sandus and Stagg, 1972).
In methanol, this transition exhibits a bathochromic shift to 2270A and € of 19,200
liter/mole-em (Kamlet et al., 1962). Thus, significant absorption of TNT occurs at
the emission wavelingth of the low pressure mercury lamp (25374). RDX also
absorbs in the 2537A region. This absorption band has a maximum 23803 (Smetana
and Bulusu, 1977).

The photolysis of RDX in presence and absence of ozone was studied by
Smetana and Bulusu (1977). These authors compared photolysis of a 20 mg/l aqueous
RDX solution at various wavelengths with ozonation. As shown in Figure 30,
photolysis was most ranid at iwavelength of 2537A. Photolysis at 35004, ozonolysis
and UV-ozonolysis (A = 3500A) of a 20 mg/1 aqueous RDX solution are presented in
Figure 31. As can be observed from the Figure, a synergistic effect on the
degradation rate was observed with the combination of UV and ozone. Photolysis of
aqueous RDX and crystalline RDX resulted in the evolution of Ng, NO, N9O, CO and
COa.
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Table 40. UV-Peroxide Degradation of Phenol Derivatives
(Creeden, 1979)

RESULTS:
Initial Cone. After ml H9O9
Cone, Treatment added Percent
Compound . (ppm) (ppm) ~per 100 ml Removal
Phenol 65,000 8300.0 5 87
Phenol 3,000 0.39 6 99+
Phenol 1,000 0.17 6 99+
Trichlorophenol 800 120 6 85
Trichlorophenol 50 3 6 94
Trichlorophenol 10 0.2 6 98
2.4-Dinitrophenol 5,600 140 6 96
_ 2,4-Dinitrohpenol 1,000 ND 6 99+
X 2,4-Dinitrophenol 100 ND 6 99+
4-Chloro-3-methyl phenol 3,600 1200 6 67
f‘ . pentachlorophenol 80 ND 6 99+
.}'1. pentachloropnenol _ 10 ND 6 98+
o pentachiorophenol 1 ND 6 90+
5,
E' ND -~ Not Detected
3
|
|
i
;E :
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Photolysis or Ozonolysis {Smetana and Bulusu, 1977)
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Figure 30. Change in Absorbance of Aqueous RDX Solutions with Time of ;j
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Figure 31. Ozonolysis, Photolysis and Their Combined Action on the
Degradion of RDX (Cmetana and Bulusu, 1977)
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In a more recent study, Day and Zimmermann (1980) investigated UV-
ozonolysis of Composition A-5 (95% RDX) wastewater. The objectives of this study
were to determine the treatment effectiveness, the optimum operating garameters,
and the costs of the UV-ozonolysis system. A Westgate P602 ULTROX® pilot unit
was used in this study (284 liters, 6 stages, thirty 40 watt low pressure UV lamps).
The RDX concentration in the influent ranged from 0.8 mg/l to 20.9 mg/l with an
average of 9.7 mg/l. The concentration of RDX in the effluent ranged from 0.1 to
0.3 mg/l with an average of 0.2 mg/l (detection limit 0.1 mg/1). Ozone concentration
was varied and 2.1% ozone was determined to be the optimum concentration. From
their data on the effluent, the authors concluded that the UV-ozonolysis system was
effective for degradation of RDX, was pH independent over the range of 7.15 to 7.85
and was temperature independent over the range of 0°C to 25°C. Since the
wastewater treated was from a production system, the parameters of the influent
varied widely. Not enough data were presented for a thorough evaluation of the
findings, but it does appear that UV-ozonolysis can be readily adapted to a production
line situation.

The results of a UV-ozonolysis investigation of the degradation of
synthetic and real pink water were reported by Roth and Murphy (1978). A Westgate
P602 ULTROX® pilot plant was used in this study. The pink water samples contained
140 mg/1 TNT, 22 mg/1 RDX and 10 mg/1 wax resulting in approximately 58 mg/1 TOC.
Synthetic samples were made to approximately the same concentrations. The
treatment parameters were optimized on the synthetie solution, however, actual pink
water required a high UV power/carbon input to achieve the same degradation as
shown below:

03/TOC (mg/mg) UV Input (w/mg) TOC (mg/1)
Stages Stages Stages Stages Stage Stage
Sample 1-3 4-6 1-3 4-6 Influent 3 6
1024 (svnthetin) 15 198 7 60 66 5 1.2
1029 (real) 13 180 11 140 70 5 3

The ozone efficiency was 89.3% in these studies. -

The effectiveness of UV-ozone treatment of pink water was studied at
lowa AAP (Layne et al., 1980). An ULTROX® P-801 pilot reactor was used in this
study. These authors studied the effects of the following parameters on the process
efficiency: 1) reaction time, 2) flow rate, 3) number and location of UV lamps, 4)
ozone flow rate and 5) pH. In a non-flowing system, the rate of decomposition was
shown to be dependent on ozone flow rate. At an ozone flow rate of 4.7 mg/l the
slope of the TNT decomposition line was -0.67 mg/l/min. With an ozone flow rate of
26-30 mg/1, a decomposition rate of approximately L7-2.1 mg/l/min was obtained. ;

UV, ozone and synegistic effects of these reactants on TNT destruc-
tion were studied by Layne et al. (1980). The results of these experiments are
presented in Figure 32. At the onset, only UV light was employed. UYV light resulted
in a slow decrease in total TOC, TOC due to TNT, and pH. At six hours, the UV
was turned off and the ozone turned on. A dramatic decrease in the TOC due to
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Figure 32. Effects of UV, Ozone and UV-ozone on the Degradation of Pink

Water at Zero Flow* (Layne et al., 1980)

*This figure represents a combination of Figures 5 and 7 in the report.




TNT was observed. The pH also decreased dramatically. A small increase in the
rate of decrease in total TOC was observed. When the UV and ozone were both
turned on at 1l hours, an increase in the rate of decrease in the TOC due to TNT
was observed while the pH remained almost constant. A dramatic increase in the
rate of disappearance of total TOC was also observed. These results agree with
those of Leitis (1979) in that ozone plays the major role in the initial degradation of
nitroaromatics. However, the combination of UV and ozone is more effective than
ozone in the complete degradation of the intermediate compounds. The pH of the
solution is not a good measure of degradation.

Nitrate ion is produced in the UV-ozonolysis of TNT and is one of the
final products. The rate of nitrate production is shown in Figure 33. This figure has
been corrected and data on TNT concentrations (obtained from other figures of the
same runs) added when available. The authors (Layne et al.,1980) claim that the high
initial nitrate concentration observed in runs 7-12 was due to the stripping of the
nitro groups off the TNT in basic media. If this is true, then the ratio of nitrate
given of f{/TNT degradation should change dramatically. If one compares the data for
run 7-12 (pH adjusted to 9.7) and 7-5 (no pH adjustment), the follcwing results are

obtained:
7-12 (NO3) = 77 - 0.794
—‘WN’%S 97

7-5 (NO3) o 134 0.849
- (TF‘B 164

Thus, the ratios are approximately constant and no nitrate stripping occurred in basic
media. This conclusion is upheld by run 7-16 which showed no high initial nitrate
concentration although base was also added. The most likely cause of the shift in
the initial 7-12 nitrate concentration was an analytical error which wac carried
through the experiments.

Runs 7-5 (no pH adjustment) and 7-12 (pH adjusted to 9.7) are further
compared in Figures 34 and 35. A comparison of the figures shows that the addition
of base increased the rate of disappearance of TNT, and increased the rate of
formation of the organic intermediates and disappearance of these intermediates.
Since the ritrate ion concentration did not reach its maximum until the "organic
carbon other than TNT" began to decline, some of this "organic carbon other than
TNT" must be nitrated intermediates. The pH of the reaction media fell until the
nitrate ion concentration reached its maximum and the "organic carbon other than
TNT" wes depleted and then began to level out or increase if the reaction medium
was near neutral. This fact would tend to lend support to some of the intermediate
products in the degradation reaction proposed by the authors, e.g. oxalic acid.

Layne et al. (1980) also evaluated the degradation of pink water in the
ULTROX® P-801 pilot plant in a flow through mode. The liquid flow rate was 0.25
liters/sec which yielded a turnover in 2.6 hours. The ozone flow rates were normally
0.17 m3/min, however, the flows were varied. The reactor was initially filled with
water and the pink water flow started. Approximately four hours were required
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Run 7-16: 100% UV: 23.8 mg/] O3
(100%) pH ndjusted to basic = ?;
TNT = U8 mg/1*

50

Run 7-5, 100% UV; 23.8 mg/l O3
pit = 7.7 TNT = 164 mg/I

Run 7-12; 100% UV: 23.8 mg/l O3
(100%) pH = 2.7°%*: TNT = 97 mg/]

Nitrate lon Concentration mg/1

atabdics A

Run 7-19; 67% UV; 23.8 mg/l O3
pHl adjusted = ?; TNT = ?

Time, Hours

* ref Figure 1l
T ref Figure 4
**ref text p26
***ref Figure 7

Figure 33. Formation of Nitrate lon During UV-Ozonolysis of TNT in Zero
Flow Mode (Layne et al., 1980)
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34. Detailed Analysis of Run 7-12:100% UV, 23.8 mg/l

O3, pH = 9.7, Zero Flow (compiled, Layne et al., 1980)
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for steady state operation. Leakages around the partitions in the reactor were
thought to be the cause of some of the anomales in the data. The ozone
concentration in the gas stream and the number of lamps used were varied. Ozone
uptake was greatest when the percentage of ozone in the gas was low (when air was
used as the source). For higher ozone concentrations (made from oxygen), the ozone
uptake appeared to be a function of the number of lamps in operation. Ozone
efficiency was calculated to between 33 and 45%. Sufficient data were not
presented to evaluate the ozone/lamp interactions or ozone efficiency any further.

In summary, as a result of all the years of study of the UV-ozonolysis
conditions for degradation of TNT, very little is known about the optimum conditions
and the degradetion mechanism. There is evidence that under neutral conditions, the
following are true: 1) the mechanism is initially controlled by the ozone, 2) ozone
itself is the reacting agent, and 3) ultraviolet light promotes the degradation of the
intermediates formed. However, there is also evidence that UV-ozonolysis of TNT
occurs more rapidly under basic conditions. The mechanism, effect of ozone and/or
UV under these conditions have received very little attention. Layne et al. (1980)
may possess the data to shed some light on the subject. Their experimental plan
appears to have obtained a wide variety of data. However, the data are not
presented in the report.

Initia) studies on the effectiveness of ultraviolet/peroxide degradation
of explosives were conducted by the Navy (Andrews and Osmon, 1977; Andrews et al,
1977). In these studies, 100 mg/1 TNT solutions were exposed to various
concentrations of hydrogen peroxide (0.01-2.0%) in static and flow-through photolysis
systems. The best results were obtained in the static system shown in Figure 36.
This reactor contained a 30 watt short wave mercury lamp with a maximum film
depth of 5 mm.

The ultraviolet peroxide degradation mechanism was proposed as

follows:
Hy04 CAd 20H-
RH+OH- R+ +H90
HO:+H909 H70+HO%
R-+HOj% oxidation of compound

The UV light thus initiates the decomposition of the hydrogen peroxide yielding two
hydroxyl radicals. Once formed, these radicals can react in a variety of ways to
yield the oxidized products. The concentration studies with peroxide showed an
initial peroxide concentration of 0.1% to be optimum. At this concentration, the TNT
was oxidized within one hour of irradiation and the TOC was reduced to 2-3 mg/l
after 5 hours. The peroxide appears to be completely used up after 1-2 hours of
reaction time. Brief studies of the products showed that l4C-TNT was at least
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partially decomposed to 4CO,. 1,3,5-Trinitrobenzene was isolated as an int.r-
mediate in the reaction after one hour but not at later times. Other react on
produets include high levels of nitrate (0.1% H9O) with a concurrent pH drop and high
levels of ammonia at peroxide concentrations of 2%. Adjustment of the initial pH
of the solution to acid decreased the rate of TNT degradation. Adjustment of the
initial pH to basic (8-10) did not appear to increase the TNT degradation rate
although the data are very scattered (Andrews, 1980).

Other explosives were also subject to the static UV-peroxide system.
The reductions obtained are presented in Table 4l.

An extension of this work was reportad by Roth and Murphy (1978) and
Andrews (1980). Both reports present the exact same data but neither refers to the
other. Therefore, the person or persons doing the original work are unknown. They
used ultraviolet units manufactured by Ultradynamics Corporation for these tests.
Two units were used - Model 2000 and Mode!l 500. The Model 2600 unit is a series
of 4 chambers each with a capacity of 22.8 liters (6 gal), one 40-watt low pressure
UV lamp and a film depth of 5.72 em (2 1/2 in). The Model 500 is a 2.84 liter (3/4
al) chamber with one 40 watt low pressure UV lamp and a film depth of 2.54 em
1 in). The solution in the reactor was recirculated through a reservoir.
Recirculation rate in the Model 2000 was 2730 liters/hr and 400 liter/hr in the Model
500. The effects of 0.1% H909 and Oxone (potassium monopersulfate mixture with
potassium sulfate and potassium hydrogen sulfate) on pink water degradation were
studied in these reactors. The data are compiled in Table 42. The Oxone appeared
to be more efficient than the H9O2 in removing the explosives. Trinitrobenzene also
did not appear to be a significant product. The shorter nathlength of the Model 500
reactor also improved the degradation rate. However, the major problem associated
with the use of Oxone for degradation of explosives was the potassium sulfate salts
formed and their potential effect on the environment.

The Navy designed and built a pilot scale UV-peroxide reactor. The
design of this reactor was discussed earlier (see Section VIIIA and Figure 23). The
unit was tested at one of the Army's Load, Assembly and Pack plants ty Navy
personnel. The explosives content of the water was variable during this study due
to backwashing of the carbon columns at the plant. The pilot unit was opersted at
flow rates of 3.8-15 liters/min (1-4 gpm). Typical results of the 7.6 liters/min (. gpm)
flow rates are presented in Table 43. The RDX and TNT were effectively
eliminated, however, residual TOC remained. At 15 liters/min (4 gpm), the treatment
was not effective for TNT concentrations of greater than 25 mg/l. A problem was
also encountered in silicone grease build up on the lamps which blocked the UV
output. For further work on the UV-peroxide process, Andrews (1980) reco. mends
the use of wipers to clean the lampsand a maximum film depth of 5 mm.
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Table 4. Summary of Data from the UV-0.1% Static System
Treatment Agqueous Solutions of Explosive D, HMX,
RDX, 2,4-DNT and 2,6-DNT (Andrews and Osmon, 1977)

Y

Ll

i
k
Compound Exposure_(hr.) ppm H209 ppm_TOC ;
i Explosive D 0 1000 168 :
Explosive D 1 <12 15.6
J, Explosive D 2 0 2.2 <
k Explosive D 5 0 - \
g HMX 0 1000 -
5 HMX 0.5 =100 -
; HMX 1 >12<50 - L
: HMX 5 0 -
: 1
‘ RDX 0 1000 12.8
RDX 0.5 >5<100 2.37 {
RDX 2.5 -3 -
' RDX 3.0 0 -
7 2,4-DNT 0 1000 38.4 ¢
" 2,4-DNT 1 >12<50 2.4
2,4-DNT 2 =] -
2,4-DNT 5 0 -
1
, 2,6-DNT 0 1000 45.3
2,6-DNT 1 >12<50 3.15
! 2,6-DNT 2 1 -
! 2,6-DNT 5 0 -
: *Sensitivity of TOC analyzer insufficient to determine the concentration. |
{
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Table 43. Results of UV-Peroxide Pilot Studv on Pink Water (Andrews, 1980
TNT RDX TOC

Sample {mg/L) (mg/L) (mg/L)
O-Time 41.5 24.9 34.0
Baffle 1 8.1 2.9 20.4
Baffle 2 0.4 0.08 18.5
Baffle 3 <0.02 <0.08 20.0
Baffle 4 <0.02 <0.08 7.0
O-Time 8.6 6.6 14.5
Baffle 4 <0.02 <0.08 6.9
O-Time 28.0 17.4 25.5
Baffle 4 <£0.02 <0.08 8.3
*Flow rate 7.6 liters/min (2 gpm)
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C. Advantages and Disadvantages ol UV-Oxidation for Decontamination
of Explosives Contaminated Lagoon Sediment

UV-ozonolysis and UV-peroxide have both been shown to be effective for
decomposition of dilute solutions of explosives (up to 140 mg/l1 TNT; 50 mg/l RDX).
Reaction time required for complete degradation of these concentrations to COg,
H90 and NOj3~ is on the order of 2-3 hours. The reactor time can be cut by
approximately two thirds, if degradation to the biodegradable stage is utilized. The
concentrations on which these rates were based are much lower than those found in
explosives contaminated lagoon sediments. Thus, either dilution or significantly
longer reaction time is necessary to affect the degradation. The slow degradation
rate is a major economic disadvantage.

D. Application of UV-Oxidation to Decontamination of Lagoon Sediment

To use UV-oxidation to decontaminate lagoon sediment which contains
explosives, sediment will be mixed with enough water to allow complete solution of
all explosive contaminants. Assuming 50% solids for the standard lagoon, water will
have to be added to produce 12,450 I/min of solution with less than 100 mg/l TNT and
30 mg/l RDX. Equipment required for the UV-ozonolysis process is listed below:

- dredge

- holding tank

- mixing tanks

- UV-ozonolysis reactors

- RBC biological treatment system
Explosives in solution can be degraded to a biologically treatable stage in the
ultraviolet reactor. The reactor is a portable unit which contains 28,160
lamps which is used in conjunction with a 7-ton ozone generator. Effects of
sediment on reactor internals and performance are not known and will have to be

determined by experiment.

E. Economies of UV-Ozonolysis

Capital and operating costs for UV-ozonolysis of contaminated lagoon
sediment are presented in Tables44 and 45. These costs are based on the minimum
residence time, ozone and radiation requirements which have been demonstrated for
degradation of saturated solutions of explosives to biologically ireatable levels.
Overall, UV-ozonolysis appears to be a very expensive treatment method for
contaminated lagoon sediment. Costs for the UV-peroxide system should be within
10% of the UV-ozonolysis system.
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F. Laboratory and Pilot Scale Tests

The laboratory tests must be aimed at obtaining degradation reaction rates
of explosives in the sediment. These tests must show that the degradation is rapid
enough to provide a competitive cost picture. Both UV-ozonolysis and UV peroxide
should be investigated. For UV-ozonolysis, the following experiments should be run:

1 10% sediment slurry in Westgate's reactor with ozone
flow of approximately 72 mg/min,

2)  10% slurry with pH adjusted to 10-1l in Westgate's reactor
with ozone flow of approximately 72 mg/min,

3) 10% sediment slurry in thin film rcactor with ozone
flow of approximately 72 mg/min,

) 10% sediment slurry in thin film reactor with pH adjusted
to 10-11 with ozone flow of approximately 72 mg/min, and

5) ozone flow optimization tests on the best process.

Westgate's costs are estimated at approximately $15,000 for lab scale tests. The thin
film reactor work would cost about $5,000. Analysis of all samples will cost an
additional $10,000. Costs for pilot scale tests are unavailable.

Several variables should be investigated with the UV-peroxide system
including: 1) the effect of the addition of a solvent such as isopropanol to the system
to improve the solubility of the explosives and improve the degradation rate, 2) the
effect of pH on the system, and 3) the effect of peroxide concentration. These
reactions should be carried out in a thin film reactor. Costs for the tests are
estimated at $5,000. Analytical costs will require an additional $5,000. Pilot scale
cost should run about the same price.
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IX. CHEMICAL DEGRADATION

A. Backgzound

The data on chemical degradation of RDX, TNT or nitrocellulose were
evaluated for application to the explosive contaminated sediments. The degradation
of nitrocellulose with aqueous ammonia was determined to be a viable chemical
treatment which could be applied to the scenario.

B. Review and Evaluation of the Literature

Dogliotti et al. (1974) conducted several tests to determine if nitrocellulose
could be degraded with a weak base such as ammonium hydroxide and to compare the
degradation with that obtained with sodium hydroxide. With a 3% agueous sodium
hydroxide solution, 100% of the nitrocellulose in a 5% aqueous slurry can be
de:omposed in less than one hour at 980C.

In a series of experiments, Dogliotti et al. (1974) reacted nitrocellulose with
ammonium hydroxide under various conditions at temperatures of 73°C. The results
of these studies are presented in Table 46. They found that the degradation of
nitrocellulose by ammonia in water could be optimized for reaction time or
economics. A 10% slurry of nitrocellulose could be degraded completely when
exposed to a 10% solution of ammonia in water for 10 hcurs at 73°C. A more
economical reaction is the degradation of a 20% slurry of nitrocellulose by a 10%
solution of ammonia in water for 24 hours at 73Y9C. Products were amorphous in
structure when viewed under the microscope and gave negative Modisch tests for
carbohydrates indicating breakdown of the polymer.

Bissett and Levasseur (1976) studied the chemical degradation of nitro-
cellulose for fertilizer. By using ammonium hydroxide, they hoped to form
ammonium nitrate and nitrite. A closed system with elevated temperature and
pressure was used to degrade the nitrocellulose. The results are presented in Table
47. They found that a 5% nitrocellulose suspension can be degraded by a 5%
ammonium hydroxide solution in three hours at 90°C in a closed system. Similar
resuits could be obtained for a 5% nitrocellulose slurry in an open system using 10%
ammonium hydroxide at 33°C for eight hours or 29% ammonium hydroxide at room
temperature for 120 hours.

C. Application of Chemical Treatment to Nitrocellulose in
Lagoon Sediment

For the chemical treatment of nitrocellulose-containing lagoon sediment to
be practical, the sediment will have to be dredged from the lagoon. The dredged
sediment will be placed in a stirred holding tank (described in the wet-air oxidation
section). The sediment is expected to contain approximately 5% nitrocellulose,
therefore. no dilution will be necessary. Aqueous ammonia (30% by weight) will be
added to the sediment slurry in a continuous stirred tank reactor to bring the
ammonia concentration of the mixture to 10%. A recycle loop with temperature
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Tuble 46. Degradation of Nitrocellulose with Ammonium Hydroxide at 73°C
(Dogliotti et al., 1974)

Ammonium Recovered Unreacted
Hydroxide Nitrocellulose Time Solid Nitrocellulose
. (%) (%) (hrs) (%) (%)
5 5 4 58 39
. 10 12 12.9 4
) 10 5 9.9 *
3 10 3 <
R 10 10 3.3 <1
! 10 10 8 5.8 1.6
: 10 10 12 0.9 <1
10 20 24 3.4 <1
{ 15 ] 4 6.5 *
15 5 12 0.9 <1
15 10 4 12 5
! 15 15 7 4.9 <1
l
!
!
| 3
|
{
i
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Table 47. Degradation of Nitrocellulose with Ammonium Hydroxide 1
(Bissett and Levasseur, 1976) '

‘ Unreacted
4 Nitrocellulose NH40H Time Temp. Type of Nitrocellulose y
! (%) (%) (hrs) oC System (%) .
N 5 1 19 90 closed 60 :
5 3 4 90 closed 9 :
5 5 3 90 closed 0 5
B 5 10 16 room open 100 3
' temp -
N 5 29 120 room open 3 y
o temp 3
5 10 104 50 open 7 -
5 10 1 98 open 50 r
; ,
N 5 10 4 7 open 57 | B
. 3 10 8 75 open 0 3
|
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controller and heat exchanger will maintain the reactor temperature at 73°C.
Residence time in the reactor will be approximately eight hours. After processing,
the mixture will be returned to the lagoon for biological degradation of any
remaining ammonia and TOC. A neutralization step may be included if necessary.
Major equipment items for the chemical treatment process are listed below and are
depicted in Figure 37.

- Dredge
- Holding Tank

- Ammonia Storage Tank
- Reactor

E D. Economics of Chemical Treatment for Nitrocellulose Contaminated
@} Lagoon Sediment

The capital investment costs and annual operating costs for a plant to
4 chemically treat nitrocellulose in lagoon sediment are listed in Tables 48 and 49.
: Additional capital and operating costs will be incurred if it is deemed necessary to
M remove ammonia from the effluent stream. Ammonia removal could be done most
i easily by vacuum evaporation of the ammonia and water from the treated sediment
‘;
i

mixture. Equipment and operating costs would depend on the concentration of
unreacted ammonia and on the desired purity of the distilled streams.

, E. Advantages and Disadvantages of Ammonium Hydroxide Treatment
- of Nitrocellulose Contaminated Lagoon Sediment

f Ammonium hydroxide chemical degradation of nitrocellulose appears to be a

: relatively inexpensive process for decomposition of nitrocellulose. The major
unknowns are the effect of sediment on the chemical reaction and the ultimate
process efficiency. There are other unknown factors such as the amount of ammonia
[ remaining in the processed sediment and the biodegradability or treatability ot the

|, remaining carbon products. In essence, laboratory scale studies will have to be
1 performed with the actual sediment before a reliable equipment design and cost
i analysis can be undertaken.

F. Laboratory and Pilot Scale Studies

The decomposition of nitrocellulose in a 5-10% slurry with ammonium
hydroxide hes been shown to be effective. However, the reaction rates in the
presence of sediment need to be defined, the products need further identification, :
and more information is needed on the biodegradability of the  products. 3
Laboratory testing to determine the reaction rates, identify the produects and
determine their biodegradability should be conducted. Costs for the laboratory scale
1 tests are estimated at $20,000 for a four month effort. Pilot-scale studies to
¢ determine the basic process parameters for design and construction of a large scale
plant should then be undertaken. The pilot-scale studies should be run in a
; continuous flow unit at a rate of 15 liters/hr. Construction of the pilot-scale 3
: reactor and testing will require eight months to complete at a cost of $50.000.
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X. ENVIRONMENTAL EVALUATION OF TREATMENT PROCESSES

The lagoons contaminated with explosives were separated into two scenarios.
Lagoon sediment in Scenario A was contaminated primarily with TNT, RDX and DNT
and TetrylL Small amounts of lead chromate, ammonium nitrate and sodium
dichromate may also be found in the sediment and were listed as potential process
interference contaminants. The potential sites for Scenario A lagoons are:

Potential Site State
Milan AAP Tennessee
Cornhusker AAP Nebraska
Tooele AD Utah
Lone Star AAP Texas
Hawthorne AAP Nevada
Joliet AAP Illinois
Alabama AAP Alabama
Radford AAP Virginia
Navajo Depot Arizona
Volunteer AAP Tennessee
Umatilla Depot Oregon
Louisianna AAP Louisiana
Fort Wingate Depot New Mexico
lowa AAP lIowa
Savanna Depot Illinois

Nitrocellulose contaminated lagoon sediments were considered in Scenario B. The
potential sites for Scenario B lagoons are:

Potentia. Site State

Sunflower AAP Kansas

Badger AAP Wisconsin
A. Anticipated Air Emissions and Aqueous Effluents

The conditions and contaminants in Scenario A were primarily used to
estimate air and water pollutants from the treatment processes considered. All of
the treatment scenarios can also be applied to nitrocellulose contaminated iagoon
sediment, however, the data bases for decontamination of nitrocellulose with these
processes are not well developed. In general, the air emissions and water effluents
estimates made for the TNT/RDX lagoons are also applicable to the nitrocellulose
lagoons. Estimated air emissions and water effluent constituents are compared for
the different treatment processes in Table 50 and 51. Microwave, molten salt
incineration, and multiple hearth and cyclone incinerators are not included since
they do not appear to be feasible processes for these scenario. All data shown are
with air pollution control equipment.
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Table 50. Estimated Air Emissions from the Treatment of Explosive

L, BRI Contaminated Lagoons by the Candidate Processes -
Process NOy co HC Particulates Pb Cr 03 NH3

1 Wet-Air Oxidation L I-M L L L L NA ?

! Incineration

g l. Rotary Kiln M L L L H M-H NA NA

b 2. Fluidized Bed L L L L M M NA NA

3. Electric Furnace L L L L L L NA NA

) High Energy Electrons NA NA NA NA NA NA H ?

/ Gamma Radiation NA  NA NA NA NA NA H ?

UV-ozone NA  NA NA NA NA NA H NA

UV-peroxide NA  NA NA NA NA NA NA L

Chemical Degradation NA NA NA NA NA NA NA H

('

g H = High release - treatment necesse 'y

M

L = Low release - some treatment probable

Moderate release -~ treatment probable

3 NA= Not applicable - no emission

e e e ann
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Table 51. Estimated Water Pollutants From Treatment of Explosives

Contaminated Lagoon Sediment by the Candidate Processes

Suspended

Process COoD BOD Pb Cr Solids pH Ammonia
Wet~Air Oxidation H H M-H M H H ?
Ineineration

1. Rotary Kiln NA NA L-M L-M M L NA

2. Fluidized Bid NA NA L-M L-M H L NA

3. Electriec Furnace NA NA L-M L-M M L NA
High Energy Electrons H H M-H M H M L
Gamma Radiation H H M-H M H M L
UV-ozonolysis H H L L H L-M NA
UV-peroxide H H L L H L-M L
Chemical Degradation H H NA HA H H H

H = High release - treatment necessary

M = Moderate release - treatment probable

L = Low release - some treatment probable

NA = Not applicable - no emission
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When secondary treatment equipment such as afterburners and scrubbers is
included, most of the processes are relatively free of air emissions. Of major
concern are the emissions of lead and chromium from incineration when sediments
containing these metals are burned. At temperatures above 800°C, vaporization of
lead occurs to some extent. Temperatures around or above this range occur in both
the rotary kiln and fluidized bed incinerators. The electric furnace operates at a i
much lower temperature (approximately 550°C) and thus lead emissions should not
be a problem with this incineration method.

Wet-air oxidation, high energy electrons, gamma irradiation, UV-oxidation and
chemical degradation of nitrocellulose are all expected to produce large quantities of
aqueous effluents which will require some type of treatment. In most cases, this
treatment will consist of neutralization, possibly precipitation and biological degrada-
tion. The degree of the post-treatment needed to meet effluent criteria has not
been established for many of these treatment processes because data are not
available on process efficiency for explosives degradation. For costing purposes, one
biological treatment system has been designed and applied to all the treatment
processes. If the size of this sytem is compatible with the COD, BOD, NH3 and NO3
levels in the process effluent, the t'~logical system should yield the following final
effluent parameters:

erna L A b st s ot Bl B 5

6{0))) 50 mg/l :
BOD 10-50 mg/1 !
TSS 15-30 mg/1 i
NOj3 20 mg/l
NH4 5 mg/l

o

The solids from most of the main treatment processes will be sterile soil.
This soil can be put back into the lagoon; however, to prevent rapid growth of wild i
oraganisms. it is recommended that the sterile soil be mixed with equal amounts of i
native soil before returning it to the lagoon.

B. Air_and Water Emissions Regulations for the Specific Army Sites

Air quality criteria are primarily from three regulations, the Clean Air Act
Amendments of 1970, the Energy Supply and Environmental Coordination Act of 1974,
and the Clean Air Act Amendments of 1977 (EPA, 1979a). The National Ambient Air
Quality Standards for the pollutants of concern to the Army are presented in Table
52. Air quality standards for the individual states in which the Ammunition Plants
having explosives contaminated lagoons are located are presented in Table 53. Most
of the states have air criteria standards which are similar to the Federal standards.

e ] b v ik
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Natural water quality criteria are presented in Table 54. Only the possible
pollutants of concern to the Army were included. The EPA recommends for
maximum protection of human health that no 2,4-DNT be released into the water
(EPA, 1979¢). The water quality criteria from the states of concern are presented
in Table 55. The state regulations are either the same as cr slightly less stringent than
the Federal standards. In addition, the states usually do not have specific regulations
for DNT and phenols.
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Table 53 State Ambient Air Quality Standards for Certain Chemicals
State Chemical Standards
Alabama Same as Federal
BNA, 1980a
Arizona Same as Federal
BNA, 1980b
Illinois Same as Federal
BNA, 1980¢
Iowa Sulfur dioxide 80 micrograms per cubie meter (0.03 ppm)
BNA, 1980d 24-hour average
Sulfur dioxide and 3.0 COH (coefficient of haze/1000 linear
Particulate Matter ft) or 355 mierograms per cubic meter
combined 24-hour average
Carbon monoxide 17 niilligrams per cubic meter (15 ppm)
8-hour average
Oxidants (QOzone) 200 micrograms per cubic meter (0.1 ppm)
1-hour average
Nitrogen dioxide 130 micrograms per cubic meter
(0.6 ppm) 1-hour average or 282 micro-
grams per cubic meter (0.15 ppm) 24-hour
average
Lead 1.5 ug/m3
Kansas Same as Federal
BNA, 1980e
Louisiana Same as Federal
BNA, 1980f
Nebraska Same as Federal
BNA, 1980g
Nevada Carbon monoxide 6 ppm maximum 8-hour exposure above
BNA, 1980h 5,000 ft.

Others

Same as Federal
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Table 53 continued.

New Mexico
BNA, 1980i

Oregon
BNA, 1980j

Beryllium in total
suspended particulates

Asbestos in total
suspended particulates

Heavy metals (total
combined) in total
suspended particulates
Sulfur dioxide

Hydrogen suifide

Total reduced sulfur

Carbon monoxide

Nitrogen dioxide

Photochemical oxidants

Non-methane
hydrocarbons

Particulate fallout

Suspended particulate
matter

Sulfur dioxide
Carbon monoxide
Photochemical oxidants

Hydrocarbons

158

0.01 ug/m3 maximum concentration

0.01 ug/m3 maximum corcentration

10 ug/m3 maximum conecentration

0.02 ppm annual arithmetic mean at
maximum concentration 2

For the state, except Pecos-Permian
Basin Intra-State Air Quality Control
Region (1-hr average, not to be exceeded
more than once per year) 0.010 ppm
maximum eoncentration

For the state, except the Pecos-Permian 3
Basin Intra-State Air Quality Control A
Region, including  hydrogen sulfide-0.003ppm
maximum 1l-hour concentration

8.7 ppm maximum concentration on an
8-hour average. 13.1 ppm on a l-hour
average

0.10 ppm maximum concentration on a
24-hour average. 0.05 ppm on an annual
arithmetic mean

1-hour average 0.06 ppm maximum
concentration

3-hour average 0.19 ppm maximum
concentration
10 g m2/mo. in an industrial area

60 ug/m3 annual geometric mean for
year, 150 ug/m3 24-hour conecentration
not more than once per year

60 ug/m3_annual mean for year
260 ug/m3 maximum 24-hour average

10 mg/m3 or 8.7 ppm maximum 8-hour
average

160 ug/m3 maximum 1-hour average, once
per vear

160 ug/m3 maxiraum 3-hour average, once
per vear




Table 53 continued

Tennessee
BNA, 1980k

Texas
BNA, 19801

Utah
BNA, 1980m

Virginia
BNA, 1980n

Wisconsin
BNA, 19800

Nitrogen dioxide

Ammonia

Photochemical oxidants

Others

159

100 ug/m3, annual mean

2 mg/m3,30—day average, once per vear
5 mg/m3, 8-hour average, once per 24 hours

Same as Federal
Same as Federal

0.08 ppm maximum 1-hour concentration
not to be exceeded more than once a year

Same as Federal

Same as Federal

Same as Federal
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4 The NPDES discharge limits for the AAP's are presented in Table 56 through ?
L 64. No data were presented for Badger AAP or Savanna AAP because no useful

i limitations were established. Also no NPDES limits were evaluated for Alabama -
) AAP or Cornhusker AAP because they are inactive (Asselin, 1980). '
A
v Several AAP's have sewage treatment plants on-site. Because of the plants, 3
E they are allowed to release relatively high amounts of COD, nitrates and suspended ' 3
?t' solids. Radford AAP can release up to 7470 kg/day of COD and 3976 kg/day of ;4
Fi nitrates at their sewage treatment plant outfall. Joliet AAP can release up to 1376 |
;i kg/day of COD and 1376 kg/day of nitrate from certain outfalls. The AAP's which i
'5,! do not have sewage treatment plants typically have release limitations on COD. i
:,1 nitrates and suspended solids of less than 200 kg/day. The release of explosives as i
i; nitrobodies has usually been limited to less than 1.0 ppm. However, lowa AAP was I3
R permitted to release a maximum of 25 ppm of RDX. Lead limitations ranged from !3
.- 0.1-L0 ppm, when they were specified. Total chromium limitations range from 0.05- s
e 1.0 ppm.

v Piercy (1978) stated that current NPDES effluent limitations for TNT ranged

. from 0.3-0.5 ppm for a seven day average, RDX average values were 15 ppm and
. nitrobodies ranged from 0.3-1.0 ppm. Piercy (1978) predicted that new NPDES
permits would have limitations of 0.01 ppm on TNT, 0.03 ppm on RDX and 0.03 ppm
. on HMX.
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Table 56. Range of Discharge Limitations for Qutfalls at Joliet AAP,
Illinois (Ulrich, 1979)
Effluent Daily Average Daily Max. Daily Max.
Parameter _(kg/day) (kg/day) (mg/1)
COoD 1.71 - 1194 2.62 - 1376 30
Iron, dissolved 0.028 - 20 0.13 - 23 .5
Nitrates, as "N" 716 - 1194 512 - 1376 30
Sulfates 150.6 - 23880 187.6 - 27520 600
Suspended Solids 0.85 - 597 1.31 - 688 15
Mercury 0.000028 - 0.02 0.0004 - 0.023 .0005
Lead 0.0057 - 0.022 0.0086 - 0.34 0.1
Sulfite 3.01 3.75 -
Nitrite 48 34 - 55 2.0
TNT 0.14
Table Discharge Limitations for Outfalls at Indiana AAP,
Indiana (Donald, 1978)
Effluent Daily Average Daily Maximum
Parameter (mg/1) (mg/1)
Ammonia Nitrogen 0.3 - 6.0 0.7 - 10.0
Nitrate, as "N" 0.3 ~ 3.2 1.0 - 10.3
Phcsporus, as '"P" 0.2 - 4.4 0.5 - 9.8
CcOD 14 - 70 30 - 153
TSS 6 - 10.2 10 - 45
Flow 18.9 - 6048 m3/day 26.5 - 6048 m3/day
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Table 58.. Discharge Limitations for lowa AAP, lowa

(Snow, 1980)

Effluent Daily Average Daily Maximum
Parameter (mg/1) (mg/1)
TNT .05 1.0
RDX 15 25
Phosphate, total 3 10

i Chromium, total 0.1 0.15

‘ Copper 1.0 2.0

Zine 1.0 2.0

' Lead 0.1 0.15

: Iron, dissolved 1.0 2.0

; Ammonia 2.0
Flow 20 - 2794 m3/day 40 - 4750 m3/day

Table 58. Discharge Limitations for Sunflower

l Effluent Daily Average

AAP, Kansas (Svore, 1974)

Daily Maximum
| Parameter (mg/1) (mg/1)
! Aluminum, dissolved 1.0 2.0
| Iron, dissolved 1.0 2.0
| Sulfate 215 275
Suspended Solids 30 -
167
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Table 60. Discharge Limitations for Louisiana AAP, Louisiana
S (Datton, 1979a)
:; Effluent Daily Average Daily Maximum
i Parameter _(kg/day) (kg/day)
: Zine .9 1.6
"; Total Phosphorus 0.49 - 0.67 0.57 - 1.68
i Iron 1.34 - 2.2 1.64 - 3.3
Chromium, Total 1.1 1.6
Chrymium, 10 0.23 0.26

’ Chromium. VI 0.15 - 0.49 0.22 - 0.33
Nickel 1.2 2.4
: Copper 1.3 2.4

: Total Suspended Solids 49.0 -~ 65.3 96.0 - 192.9
' Flow ' 143.6 m3/day 1701.0 m3/day

K Table .61. Discharge Limitations for Milan AAP, Tennessee

(Ravan, 1974)

! Effluent Daily Average

Daily Maximum
Parameter (mg/1) (mg/1)
’ Chromium 1.0
Zine 0.5 1.0
} Copper 0.5 1.0
' Phenol 1.0 2.0
Nitrobodies, total (TNT, RDX, 1.0 1.5
| Tetryl)
? Suspended Solids 25.0 - 30 40.0 - 50
168
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Table 62. Discharge Limitations for Vclunteer AAP, Tennessee
(Harvey, 1980)

Effluent Daily Average Daily Maximum
Parameter (mg/1) {(mg/1)
Ammonia Nitrogen 1.5
Dissolved Solids 750 1800
Suspended Solids 30 60
Nitrate - 10

TNT and Nitrobodies 0.3 6.5
Chromiurn - 0.05
Iron - 1.0
Manganese - 1.0
Phosphorus - 1.0
Sulfate - 0.1

Weekly Average Flow

Table 63.

19.0 - 567 m3/day

Discharge Limitations for Lone Star AAP, Texas
(Dutton, 18790b)

Effluent Daily Average Daily Maximum
Parameter (mg/1) (mg/1)
Lead, total 0.5 1.0
CoD - 200
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Table f4. Discharge Limitations for Radford AAP, Virginia
(Lawson, 1979) N

Effluent Daily Average Daily Maximum
Parameter (kg/day) (kg/day) 13
coD 90 - 3995 406 - 7470 k ;
Oxidized Nitrogen 50 ~ 2471 148 - 3976 i
Sulfates 2442 - 37093 1353 - 37490 13
TNT and Nitrobodies 0.87 1.31 1
Total Suspended Solids 29 - 7491 58 - 11912 i
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XI. CONCLUSIONS AND RECOMMENDATIONS

A comparison of the various technologies considered for decontamination of
lagoon sediments is presented in Table 65. In essence, the molten salts incineration
and the microwave plasma methods are not developed (either equipment or data on
explosives degradation) to the point where they can be considered for decontamina-
tion of explosives in lagoon sediment. The equipment for electron beam processing,
gamma irradiation and UV-oxidation is relatively well developed. However, a data
base for decontamination of high concentrations of explosives in sediment by these
methods has not been established. Incineration and wet-air oxidation are both proven

technologies for degrading high concentrations of all explosives. Explosives
degradation with incineration and wet-air oxidation has been demonstrated on a scale
similar to that required for decontamination of lagoon sediment. Chemical

degradation of high concentrations of nitrocellulose has also been demonstrated but
on a laboratory scale. Another process which has also been demonstrated on a large
scale for degrading TNT is composting (Osmon and Andrews, 1978). Thus, based on
the available technical information, incineration, wet-air oxidation, chemical degrad-
ation of nitrocellulose, and composting for TNT appear to be the most viable
processes.

Even though wet-air oxidation, incineration and composting have been
demonstrated for explosives degradation at the pilot or commercial scale, these
processes could not be placed in the field without testing on actual lagoon sediment
samples. Each process has advantages and disadvantages and pollutant effluents
associated with it which must be ascertained on the actual material. In most
instances, secondary pollution control techniques can remove the pollutants in the
effluent to discharge levels. These pollution control devices must be selected and
sized to meet the particular needs. A major pollution problem of high metal air
emissions could oceur if sediments containing high levels of metals are incinerated.
However, the significance of metallic air pollution can not be ascertained until
adequate analytical data are available on metal levels in the various lagoons to be
treated.

It is difficult to put a dollar value on the various advantages and
disadvantages of the treatment processes in this preliminary study. Therefore only
the capital and operating costs of the processes will be used. In comparison of
capital costs, chemical degradation ($217,500) and composting ($307,010) are the least
expensive. Incineration capital costs range from $468,000-$826,000 while capital
costs of wet-air oxidation are $3,722,600. Operating costs are $542,000 for chemical
degradation, $379,600 for composting, $312,300-$547,300 for incineration and
$657,301- $664,100 for wet-air oxidation. Based on cost comparisons. wet-air
oxidation appears to be by far the most expensive of the "proven technologies." The
high costs associated with this process, the bulkiness of the reactors and the long
lead time associated with obtaining the equipment make wet-air oxidation an
unattractive alternative for lagoon sediment decontamination.
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Composting and chemical degradation of nitrccellulose require signific

products. For composting to be of value, it must aiso be applicable to RDX. The
applicability of composting to the degradation of this explosive has not been shown.
Thus, approximately one year would be required to develop composting into a usable
process. To prove the reliability and identify the degradation products of the
ammonium hydroxide-nitrocellulose reaction will take approximately four months of
effort. Pilot scale studies will also have to be conducted to obtain the necessary
process parameters for design of a full scale unit. Pilot studies will require
eight months to build the plant and obtain process parameters. Thus, both of these
processes are at least a year away from the point where they could be implemented.
However, their low capital and operating costs make them attractive candidates for
further study. Thus, it is recommended that the Army undertake further work to
more thoroughly investigate these technologies.

Of the processes, incineration is the most readily implementable method for
decontamination of lagoon sediments. Therefore, further investigation into incinera-
tion of explosives contaminated lagoon sediments should be undertaken. Three
incineration processes appear to be applicable to the lagoon sediment problem -
rotary kiln, fluid bed and electric furnace. Tooele is also developing a "car bottom"
incinerator which is supposed to handle 1000 lb/hr and will be at all explosives plants
(Crist, 1980). At least two of these processes should be tested. The initial work on
incineration of lagoon sediment should be laboratory testing of the sediment to
determine the heat content of the material. These tests should take approximately
one month. Pilot-scale testing of at least two types of incinerators should be
performed to determine air emission levels. At least one of the samples for each
incineration type should intentionally be spiked with lead oxide to determine lead air
emissions.

There are many problems associated with pilot scale tests on explosives
incineration by eommercial firms which must be evaluated. First many of the f{irms
have no explosive handling capabilities and thus knowledge:ble personnel will have to
be present throughout the tests. Second, the equipmeni must be insured against
damage. Thus, a special insurance policy will have to be purchased for the tesis.
Third, EPA permits may have to be obtained before the tests can he c:n-
ducted. '

In summary, microwave plasma and molten salts approaches are -
developed sufficiently to be considered as viable processes for the lagoon sedim:-:
decontamination problem. Insufficient data are available on the UV-oxidation.
electron beam and gamma irradiation prccesses for inclusion as viable alternatives.
However, since Sandia has offered to run a laboratory scale test for no fee, it migi:
be worthwhile to obtain preliminary data on the applicability of this technique. -
the demonstrated explosives degradation processes, wet-air oxidation is consider~:
more expensive than the other processes and it is recommended that this method -~ *
be. further considered. Composting of TNT and RDX and chemical degradatioi
nitrocellulose each require approximately one year of developmental effort. T
further development of these processes for future use should be undertaken. Of &..
the processes, incineration is the only short lead time, cost effective method. It ::
recommended that at least two incinerators be evaluated at the pilot scale level.
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The cost of decontamination of the lagoon sediments may appear to be high.
It must be remembered that the yearly operating costs are for treatment of 1l
lagoons. In comparison, it would cost from $162,000 to $294,000 to completely
bottom seal one of these standard lagoons (Kitchens, 1980). Thus, it is more cost
effective to decontaminate the source than to prevent its escape into the ground
water.
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AAP
AD

A-35

B8NA
BOD
BTU
CaCO3
cal
C4H10F02P
(CH30)3P
Cl 1H26P025
em
CcO
COD
CoO
Cr
Cs
++

Cu

curie

DIMP
DMMP
DNT
€

EIS
EPA
ergs
ft

g

gal
GB

LIST OF SYMBOLS AND ABBREVIATIONS

Army Ammunition Plant
Army Depot

angstrom (10-8 cm)
propellant composition
propellant composition
Bureau of National Affairs
biochemical oxygen demand, 5 day
British Thermal Unit
caleium carbonate
calorie

GB chemical agent
trimethylphosphite

VX chemical agent
centimeter

carbon monoxide
chemical oxygen demand
carbon dioxide
chromium

cesium

copper ion

unit of radioactivity

dose necessary to reduce the population of microorganisms by ten.

dichlorodiphenyltrichloroethane
degrees Celsius

degrees Farenheit

diisopropyl methylphosphonate
dimethyl methylphosphonate
2,4~ dinitrotoluene

epsilon

Environmental Impact Statement
Environmental Protection Agency
measure of work

feet

gram

gallon
C4H10L02P
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GC - gas chromatography

gpm - gallons per minute
HBr - hydrogen bromide
: HC - hydrocarbon
E He - helium l ]
> HMX ~ cyclotetramethylene tetranitramine
H 2O - water }
4 H 2O 5 - hydrogen peroxide
E : hp - horsepower ;
- HPLC - high pressure liquid chromatography
E‘. hr - hour
f‘ HZ - Hertz (measure of frequency) 3
f; ) ICT - Insulating Core Transformer {
; JTU - Jackson :’;I‘urbidity Unit :
£ k - kilo- (10°)
;: k1 - rate constant for chemical reaction
% K2C03 - potassium carbonate
' kg - kilogram -
([ - kv - kilovol*
- kW - kilowatt
! 1 - liter | 3
1 : 1b - pound
[ logw - logarithm 6to base 10
4 M - mega- (10") !
: | M - molar
j m - milli- (1073
f ! u - micro- (10'6) E
u - micron (10.6 meter)
MeV - mega electron volts
mg - milligram
MGD - million gallons per day 9
[ min - minute
1 min | - inverse minute
' Molar - (measure of concentration)
: N - atomic nitrogen
: N2 - molecular nitrogen
' Na2C03 - sodium carbonate
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PNA
ppb
ppm
psia
PVC
RAAP
rads
RBC
RDX
rpin
sec
SO
SS
SO

TNB
TNT
TOC
Torr
TS

sodium carbonate hydrogen
sodium sulfide

sodium hypochlorite
ammonium hydroxide
ammonia

nitrogen oxides

nitrate ion

National Pollutant Discharge Elimination Systems
ortho

molecular oxygen

ozone

para

Pascal {unit of pressure)
lead

polyehloro biphenyl
percent

plaque forming units

potential of hydrogen (measure of hydrogen ion concentration)

polynitroaromatic compounds

parts per billion

parts per million

pounds per square inch absolute (urit of pressure)
polyvinyl chloride

Radford Army Ammunition Plant

unit of energy absorbed from ionizing radiation
rotating biological contractors
hexahydro-1,3,5~-trinitro-1,3,5-triazine
revolutions per minute

second

sulfur dioxide

stainless steel

sulfur oxides

time

trinitrobenzene

2,4,6-trinitrotoluene

total organic carbon

unit of pressure

total solids
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R TSS - total suspended solids

TVS - total volatile solids
,{ uv - ultraviolet
vX - C H_PO.S
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